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Potential Bidders List

Sheep Creek Rest Area Restoration

Mineral Mountain Rest Area Restoration

MARVEL CONSTRUCTION LLC
PO BOX F

1613 RICHARDSON
LEWISTON ID 83501

208 743 2553

ARNZEN BUILDING CONST
PO BOX 447
COTTONWOOD ID 83522
208 962 3903

CMECINC

2697 N STAR

POST FALLS ID 83854
208 773 2949

A & R CONSTRUCTION
PO BOX 881
LEWISTON ID 83501
208-746-3394
208-746-4857

TML CONSTRUCTION
PO BOX 2970
HAYDEN ID 83835
208 762 3611
2807629732

REIBER CONSTRUCTION CO.
5340 MOMONT ROAD
MISSOULA, MONTANA 59808
406 728-6338

COOKS INC

780 PINE STE 104
POST FALLS ID 83854
208-773-2563
208-773-5978

HOLCOMB CONSTRUCTION
109 N. COLLEGE
GRANGEVILLE, IDAHO 83530
208 983-1942

JORDAN CONSTRUCTION
7187 HAPPY VALLEY RD
KUNA ID 83634
208-465-4848

SE/Z CONSTRUCTION
PO BOX 1469

IDAHO FALLS ID 83403
208-528-9449
208-528-2316

RELIABLE BUILDINGS INC
PO BOX 1329

BONNERS FERRY ID 83864
208-267-2656

RIMAR CONSTRUCTION
PO BOX 692
SANDPOINT ID 83864
208-263-9774

MCALVAIN CONSTRUCTION
5559 W GOWEN RD

BOISE ID 83709

208 362 2125

208 362 4356

STORMKING CONST
PO BOX 568
RATHDRUM ID 83858
208-687-2555

MOUNTAIN VIEW CONST
PO BOX 113

ST MARIES ID 83861
208-245-7173
208-245-1065

KENASTON CORP
2517 Main St
LEWISTON, ID 83501
208-746-1351




IDAHO TRANSPORTATION DEPARTMENT
INVITATION TO BID

MINERAL MOUNTAIN REST AREA REHABILITATION
REQUISITION NO. B —499900S

September 17, 2008
Idaho Transportation Department
Business and Support Management Purchasing Unit

3311 West State Street
Boise, Idaho 83703

REQUISITION #: B-499890S

ALL sealed bids must be received by 5:00 pm on October 2, 2008. Sealed bids will be opened
at 10:30 am on October 3, 2008 at Business and Support Management Purchasing Unit, at 3311
West State Street in Boise. The scope of work consists of furnishing all materials, equipment and
labor for the rehabilitation of the Mineral Mountain Rest Area building, located on US-95 at Milepost
370.52, in Latah County, ldaho.

Public Works Contractor’s License is required

Contact Kathy Chase, Business & Support Manager for clarification of bid requirements at (208) 334-
8752.

Contact Joe Schacker, P.E. Regional Engineer, Idaho Transportation Department District 2 for
Technical Specifications and Clarifications at (208) 799-4233

FOR BID RESULTS, PLAN HOLDERS LIST VISIT:
http://itd.idaho.gov/business/business.htm

Below the section tilted: Bid and Contract Information
Select: ITD Goods and Services

RETURN BID IN A SEALED ENVELOPE CLEARLY MARKED AS SHOWN:

Requisition #: B-499900S

Bid Close Date: 10/02/08 — 5:00 PM

Bid Open Date: 10/03/08 — 10:30 AM

Item Bidding: MINERAL MOUNTAIN REST AREA REHABILITATION

Mailing Address

Idaho Transportation Department

Business and Support Management Purchasing Unit
(3311 W State St —83703)

P.O. Box 7129

Boise, Idaho 83707-1129


http://itd.idaho.gov/business/business.htm
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INVITATION TO BID
MINERAL MOUNTAIN REST AREA REHABILITATION

REQUISITION NO. B-499900S

l. GENERAL INFORMATION

1. PURPOSE

The purpose of this ITB is to solicit sealed bids to establish a contract between the Idaho
Transportation Department (ITD) and a Contractor, for the rehabilitation of the Mineral Mountain Rest
Area building located on US — 95, MP 370.52, Latah County, Idaho.

2. SUMMARY SCOPE OF WORK

The scope of work consists of the rehabilitation of the Mineral Mountain Rest Area building as shown
on the attached Plan Sheets and described in the ITB Architectural Special Provisions and attached
Architectural Specifications.

The dimensions specified are nominal and minor changes necessary to accommodate supplier's
design may be accepted by the Engineer.

The Contractor shall furnish and install all necessary parts and accessories required for complete
installation including and other items essential for the complete project.

3. CONSTRUCTION REQUIREMENTS
Design loads according to the 2006 International Building Code

Roof Snow Load: 40 PSF
Wind Exposure B: 90 MPH, 3 section gust
75 MPH, Fastest Mile
Site Class: D
Flood loads are non-applicable to this project.

All finish grading and site finish work 10’-0” outside of the roofline will be completed by ITD state
forces. All finish grading and site finish work within 10’-0” of the outside roof line will be completed by
the Contractor. The Contractor shall be responsible for the foundation excavation, utility trenching,
boring, and backfill regardless of location.

4. EXAMINATION OF SITE

Before submitting a bid to the State, bidders are urged to visit the sites where the services are to be
performed and full inform themselves of all the conditions and limitations. Failure to do so will in no
way relieve the successful Contractor of the responsibility in furnishing sufficient equipment and
personnel to perform all duties described in the specifications without additional cost to the State.

5. PRE-CONSTRUCTION CONFERENCE

After the Contract has been awarded and before work commences the Contractor shall meet with the
Engineer and or his representative to discuss the Contract terms and work performance requirements.
The meeting shall be held a minimum of 7 calendar days before the work commences.

INVITATION TO BID
MINERAL MOUNTAIN REST AREA REHABILITATION
Page 1



6. EMPLOYMENT AGENCY

The designated employment agency is the Idaho Department of Labor at Job Service, Lewiston,
Idaho.

7. DAVIS-BACON WAGE RATES
Davis-Back wage rates apply for any contract awarded as result of this invitation to bid. For current

wage determinations, please check http://wdol.gov/dba.aspx . The application criteria is for the
County of Latah, in the State of Idaho, construction type Building.

8. ISSUING OFFICE

The contract will be issued and administered by ITD Purchasing Unit. All requests for information in
regard to bid submission shall be submitted to:

Kathyren Chase

Business and Support Manager

Idaho Transportation Department

P.O. Box 7129

Boise, ID 83707-1129

Phone: 208-334-8752

All requests for information in regard to the technical specifications and requirements shall be
submitted to:

Joe Schacher, P.E.

Regional Engineer, Idaho Transportation Department District 2

P.O. Box 837

Lewiston, ID 83501-0837

Phone: 208-799-4233

9. CONSTRUCTION MANAGEMENT

The contract work will be managed by ITD District 2. Once the Notice to Proceed is issued, all
correspondence, submittals, invoices, etc. will be sent to the following address:

Joe Schacher, P.E.

Regional Engineer, Idaho Transportation Department District 2

P.O. Box 837

Lewiston, ID 83501-0837

Phone: 208-799-4233

All instruction regarding the work of the contract will be provided through this authority. No instruction
from any other source is valid.

10. CPM SCHEDULE

ITD requires that a Critical Path Method (CPM) schedule be used to guide the scope and progress of
the project. The schedule shall show a breakdown of critical path work items from the beginning of
the project through its completion. A Gantt chart showing these key tasks must also be included with
the CPM schedule. Subsection 108.02 of the ITD’s 2004 Standard Specifications for Highway
Construction shall apply.

INVITATION TO BID
MINERAL MOUNTAIN REST AREA REHABILITATION
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11. METHOD OF MEASUREMENT

Measurement will be on the lump sum basis for the rehabilitation of the rest area in accordance with
the plans and specifications.

12. BASIS OF PAYMENT
The accepted quantities will be paid for at the contract unit price for the item listed below:

Payment will be made under:

Pay Item Pay Unit
Rest Area Rehabilitation Lump Sum

At Mineral Mountain Rest Area

INVITATION TO BID
MINERAL MOUNTAIN REST AREA REHABILITATION

Page 3



I. ARCHITECTURAL SPECIAL PROVISIONS

1. GENERAL

The Contractor shall supplement the plans for such working drawings as are necessary to adequately
control the work. Materials incorporated into this project shall be new and free from defects and of the
best commercial quality for the purpose specified.

2. GUARANTEE

Excepting where certain portions of the work call for a longer period, all work shall be guaranteed for a
minimum period of one year after the date of final acceptance; during the guarantee period, any
repairs or replacements required because of defective workmanship or material shall be at the
Contractor's expense.

3. WARRANTIES, GUARANTEES AND INSTRUCTION SHEETS

Three (3) copies of the manufacturer’s warranties, guarantees, instruction sheets, and
Part lists for all Contractors’ furnished materials shall be turned over to ITD upon completion of the
project.

4. PERMITS
ITD will furnish the building permit, if required.

The Contractor shall obtain and pay for all other licenses and permits and shall pay fees and charges
for connection to outside services to include, water sewer and electricity and use of public or private
property for storage of materials, etc. The Contractor shall comply, without additional expense to ITD,
with all State, County and Municipal building ordinances and regulations insofar as the same are
binding upon the State. ITD will reimburse the Contractor for utility hookup fees at invoice costs.

5. CODES

The Contractor, including subcontractors, shall submit their bid in accordance with plans and
specifications. If plans and specifications do not comply with any codes having jurisdiction in that
particular place or construction, the Contractor shall notify ITD prior to bidding in writing and sent to
the address stated in the bid document. If prior notification is not given, it shall be assumed that the
Contractor’s base bid includes, to the best of their knowledge and experience, all work necessary to
comply with such codes.

6. WORK NOT NOTED, DETAILED OR SPECIFICED

All work required for complete installation or assembly shall be included in the Contractor’s bid.
Where minor portions of required work are not noted, detailed, or specified, such work shall be done
in accordance with proven construction practice or accepted industry standards at no additional cost
to the owner. The Contractor shall be held responsible for verification of existing job conditions prior
to bid. No additional cost shall be awarded to the successful contractor (or their subcontractors) after
bids have been submitted and contracts awarded for failure to verify existing field conditions.
Discrepancies or questions arising between actual field conditions and contract documents shall be
made in writing and faxed to the number stated in the bid document.

INVITATION TO BID
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7. CLEANING UP BUILDING

In addition to removal of rubbish and leaving the building rooms clean, the Contractor shall remove
stains, spots, marks and dirt from decorated surfaces, clean hardware, remove paint spots and
smears from all surfaces and clean fixtures, clean all glass; replace any broken glass.

8. PROTECTION

The Contractor shall, at all times, protect building from damage; remove and replace with new work
any work damaged by failure to provide protection. Replacement of damaged work will be at no
additional cost to ITD.

The Contractor shall provide and maintain weather protection and heating as required for the
protection of the work from the beginning of the work until final completion, acceptance, or occupancy.
Methods and extent of protection and heating shall be subject to the Engineer.

9. PRIOR APPROVAL

The references made to materials equipment, appliances or fixtures in the plans or materials list,
where manufacturers' products or brand names are specified, are made to show standards for
comparison only as to type, design character, or quality of the article desired, and are not for the
purpose of restricting bidders to these products or brand names. The term "or equal” as used herein
shall be understood to mean equal to that specified for fulfilling the intended requirements in the
judgment of the Engineer. THE BURDEN OF PROVING THE EQUALITY SHALL BE THE
CONTRACTOR’'S RESPONSIBILITY. The Engineer's decision shall be final. Shop drawings or
manufacturer's literature for the substitute item and for the specified item shall be submitted to support
the Contractor's requests on all substitutions.

All requests for approval of change in design of function of materials specified must allow 14 days
review time, after receipt of all necessary documents, by the Engineer. Approval of submittals shall
not relieve the Contractor from responsibility for deviations from the plans or specifications, unless
they have, in writing, called the Engineer's attention to deviations at the time of submission, and
obtained the Engineer's written approval. Approval of submittals does not relieve the Contractor from
responsibility for errors in shop drawings or literature.

10. SUBMITTALS

A Minimum of five (5) complete submittals is required on all products, unless more are required in the
Architectural Specifications.

Submittals shall contain the Project name and the following information:

Date of submission and dates of any previous submissions.

The names of the contractor, sub-contractor and manufacturer.

Contractors stamp, initialed or signed, certifying to review of submittal.

Identification of any deviation from Contract Documents.

Identify each submittal item by specification section, manufacturer, brand, trade name,
number, size, rating, or whatever other data is necessary to properly identify and check
materials and equipment. The words “as specified” are not sufficient identification.

arwdpE
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11. AS-BUILT DRAWINGS

The Contractor shall provide the Engineer with three (3) complete sets of as-built drawings. As-built
drawings shall provide detailed and accurate sizes, dimensions and locations of all work items
covered under this contract. Contractor shall instruct the separate trades to keep accurate
measurements and records of their installation, as the work proceeds. No measurement or payment
will be made for as-built drawings, but the cost thereof shall be considered incidental to the items of
work under this contract.

12. OPERATION, MAINTENANCE INSTRUCTIONS AND MANUALS

The Contractor shall train ITD personnel in the general use and maintenance of all installed
equipment and accessories. The Contractor shall provide three complete copies of “Operations and
Maintenance” manuals for ITD use. The manuals will identify all parts of equipment and show
complete wiring diagrams. The manuals will include copies of warranties for all items.

13. DIMENSIONS AND MEASUREMENTS

The Contractor shall field verify all dimensions pertaining to the work and shall be responsible for the
determination of all quantities of materials required for the work and for the accuracy of all dimensions
of materials and items fabricated for this project. The Contractor shall not rely on the scale drawings
in the project drawings for the determination of exact quantities or dimensions.

14. COORDINATION AND CONTROL

This work shall proceed in an effective sequence so as to eliminate unnecessary work stoppages at
the building.

15. SUPERINTENDENT

The Contractor shall employ a competent superintendent and necessary assistants who shall be in
attendance at the Project site during the progress of work. The superintendent shall be satisfactory to
the Engineer, and shall not be changed except with the consent of the Engineer unless the
superintendent proves to be unsatisfactory to the Contractor and ceases to be in their employ. Under
this circumstance, the new superintendent shall also be satisfactory to the Engineer. The
superintendent shall represent the Contractor and all communications given to the superintendent
shall be as binding as if given to the Contractor. Important communications will be confirmed in
writing.

16. ITD USE OF BUILDING

ITD reserves the right to occupy and/or use the building or portions thereof, including portions during
the construction period and prior to final acceptance. Such occupancy and/or use shall not constitute
acceptance of the Work or any part thereof. The contractor shall take special care to insure that no
unnecessary disruptions or normal routines will occur at the project work site. Access to and egress
from buildings, grounds, services areas, drives, and streets shall be maintained at all times.
Temporary disruptions of building services, equipment, etc... shall be scheduled with ITD. Normal
functions shall be restored as quickly as possible. It is anticipated the rest area building may be
closed to the public during a portion of the rehabilitation work.

INVITATION TO BID
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M. BID GUIDELINES

1. INFORMATION GIVEN PRIOR TO AWARD

Oral explanations, instructions and interpretations given to bidders prior to award of contract will not
be binding. It is the Department's intent to provide all bidders equal opportunity to access and acquire
all available pertinent information necessary to formulate a responsive bid. Any information,
specifications, plans, data or interpretations which the Department discovers is lacking and may be
important to all bidders, will be furnished to all bidders in the form of an addendum, the receipt of
which shall be acknowledged.

2. PERFORMANCE

Submission of a bid by any Contractor shall be accepted as prima facie evidence that they have
satisfied themselves as to the nature and location of the work and all other matters, which can in any
way affect the work or cost thereof under the contract. Any failure of the Contractor to acquaint
themselves with all available information, including a physical survey of the site of the proposed work,
shall not relieve them from successfully performing all the work required.

3. BIDDING REQUIREMENTS AND CONDITIONS

Sealed Bids will be received at the time and place stated in this bid document. Timely receipt of Bids
will be determined by the date and time the Bid is received at the address specified. Hand delivery is
encouraged to ensure timely receipt. No bids will be accepted after the time indicated. All material
that is submitted in accordance with this solicitation becomes the property of the State of Idaho and
will not be returned.

The bidder shall submit their bid upon the forms furnished by the Department. The bidder shall
complete the bid schedule as noted in this bid document. In the event of a discrepancy between unit
bid prices and extensions, the unit bid price shall govern. All figures shall be written in ink or typed.
Penciled entries will not be accepted. If entries are in pencil, the bid shall be considered irregular and
the bid will be rejected.

The bidder's bid shall be signed with blue ink by the individual, by one or more members of the
partnership, by one or more members or officers of each firm representing a joint venture, by one or
more officers of a corporation, or by an agent of the bidder legally qualified and acceptable to the
State. If the bid is made by an individual, their name and post office address shall be shown; by a
partnership, the name and post office address of each partner shall be shown; as a joint venture, the
name and post office address of each member or officer of the firms represented by the joint venture
shall be shown; by a corporation, the name of the corporation and the business address of its
corporate officials shall be shown.

4, IRREGULAR BIDS
Bids will be considered non-responsive and shall be rejected for the following reasons:

1. If the Bid Form(s) are on a form other than that furnished by the State or if the form is
altered or any part thereof is detached.

INVITATION TO BID
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2. If there are unauthorized additions, conditional or alternate bids, omission of addenda,
or irregularities of any kind, which tend to make the bid incomplete, indefinite, or
ambiguous as to its meaning.

3. If the bidder adds any provisions reserving the right to accept or reject an award, or to
enter into a contract pursuant to an award.

4, If the Bid Schedule does not contain a unit price for each pay item listed except in the
case of alternate pay items.

5. If the Bid Documents are not sealed, when received by the Department.

6. If the Signature Page is not signed in BLUE ink.

7. If Addendums are not signed, dated and returned with the Bid Documents.

8. If the required, Public Works License Number(s) is not inserted on the Signature
Page.

9. If the contractors Federal Identification number is not inserted on the Signature Page.

5. DISQUALIFICATION OF BIDDERS

Any of the following reasons may be considered as being sufficient for the disqualification of a bidder
and the rejection of their bid or bids:

1. More than one bid, for the same work from an individual, partnership or corporation
under the same name or a different name.

2. Evidence of collusion among bidders. Participants in such collusion will receive no
recognition as bidders for any future work of the State until any such participant shall
have been reinstated as a qualified bidder.

6. BID GUARANTY / SURETY BOND REQUIREMENTS

No bid will be considered unless accompanied by a guaranty of the character and in an amount not
less than the amount indicated on the Bid.

If a surety bond is used, it shall be submitted on an acceptable form signed by the bidder and their
surety company. Power of Attorney for the person who executes the bond on behalf of the surety as
Attorney-In-Fact must accompany the bid bond.

The lowest responsive bidder shall furnish a performance bond and a payment bond each in the
amount of the contract.

The lowest responsive bidder may deposit government obligations in lieu of performance and
payment bonds under the following conditions:

1. The obligations shall be acceptable to the State Treasurer.

2. The obligations shall be payable to, or fully negotiable by, the Department.
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3. The obligation shall be in an amount equal at fair market value to the penal sum of the
required surety bonds.

4, The bidder pays the initial and return transfer charges for transmittal of the obligation of
the Treasurer’s Office.

Within 90 days after final completion of the contract those obligations deposited, as a performance
bond will be returned, less any amount owed to the Department as a result of this contract.
Obligations deposited, as the payment bond shall be held for a period of one year from the date of
acceptance of the contract for settlement of claims in accordance with Idaho Code, Section 54-1927.

Government obligations shall be deposited with the State Treasurer with instructions to issue a safe
keeping receipt to the Department.

7. CONSIDERATION OF BIDS AND METHOD OF CONTRACT AWARD

After the bids are opened and read, they will be compared on the basis of the summation of the products
of the approximate quantities shown in the bid schedule by the unit bid prices. The results of such
comparisons will be available at http://itd.idaho.gov, “Doing Business with ITD, Bid and Contractor
Information, ITD Goods and Services”. ITD reserves the right to reject any or all bids, to waive
technicalities, to advertise for new bids, or to proceed to do the work otherwise, if, in the judgment of the
Department, and is in the best interest of the State.

8. EXECUTION / AWARD OF THE CONTRACT

The award of contract, if it is awarded, will be made within 15 calendar days after the Intent to Award
Notice letter has been mailed to the lowest responsive bidder whose bid complies with all
requirements prescribed.

However, the award may be deferred beyond 15 calendar days by mutual written agreement
between the Department and the lowest responsive bidder.

The contract shall be signed by the lowest responsive responsible bidder and returned together with
the Surety bonds, within 15 calendar days after the bidder has received the contract. If the contract
is not executed by the State within 15 calendar days following receipt from the bidder of the signed
contracts and bonds, the bidder shall have the right to withdraw their bid without penalty. No contract
shall be considered as effective until it has been fully executed by all of the parties thereto.

9. FAILURE TO EXECUTE CONTRACT

Failure to execute the contract and file acceptable bonds within 15 calendar days, after the contract
has been received by the bidder, shall be just cause for the cancellation of the award of contract and
the forfeiture of the bid guaranty which shall become the property of the State, not as a penalty, but in
liquidation of damages sustained. Award may then be made to the next lowest responsible bidder or
the work may be re-advertised or otherwise, as the Department may decide.

10. RETURN OF BID GUARANTY

Bid guaranties, except those of the two lowest responsive bidders, will be returned immediately
following the opening and checking of the bids. The retained bid guaranty of the unsuccessful of the
two lowest responsive bidders will be returned within 10 days following the award of contract and that
of the successful bidder will be returned after satisfactory Surety bonds have been furnished and the
contract has been executed.
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V. TERMS AND CONDITIONS

1. STANDARD SPECIFICATIONS FOR HIGHWAY CONSTRUCTION

The Standard Specifications for Highway Construction (ITD 2004), the January 2008 Supplemental
Specifications, the January 2008 Quality Assurance Manual, the QA Special Provisions and the
FHWA-1273 Federal Aid Contract Provisions are incorporated by reference where applicable to this
contract. Where general and supplementary conditions and Section 100 specification sections are
referred to; current industry standards shall be followed. Department shall be construed to mean the
State of Idaho through the Idaho Transportation Department (ITD). The Idaho Transportation
Department’s Standard Specifications for Highway Construction manual is available to the Contractor
for $30.00 plus tax. Contact the Idaho Transportation Department at 334-8430 to purchase.

2. CONTRACT ADMINISTRATION

Unless otherwise modified by this Invitation to Bid, the contract and work for the project shall be
administered in accordance with ITD’s 2004 Standard Specifications for Highway Construction. The
most current version of ITD’s Supplemental Specifications to the 2004 Standard Specifications shall
also apply.

The Resident Engineer is responsible for administering the terms of the contract, measuring the work,
and maintaining appropriate records.

3. DELIVERABLE - CPM SCHEDULE

The Preconstruction Conference will be held no less than 15 days after the Contractor receives the
notice to proceed. Atthe Preconstruction Conference, the Contractor shall submit the CPM schedule,
a Gantt chart, a list of material suppliers, subcontractors, and other data requested. Subsection
108.03 of ITD’s 2004 Standard Specifications for Highway Construction shall apply. ITD’s Resident
Engineer in charge of administering the project shall review the schedule and either approve it or
recommend pertinent revisions. The project's CPM schedule shall be updated monthly, as per
subsection 108.02 of the Standard Specifications.

4. CONTRACT TIME AND LIQUIDATED DAMAGES

The time of this Contract will be based on the furnished and approved CPM schedule. The work on
the project is to be completed within 3 months after the project is started and no later than May 21,
2009. Liquidated damages will be assessed to the contractor at the rate of $900.00 per day for each
day the work exceeds the approved completion date.

5. SUBLETTING / SUBCONTRACTING OF CONTRACT

The Contractor will be permitted to sublet / subcontract a portion of the work but shall perform with the
Contractor’s own organization, work amounting to not less than 20 percent of the total original
contract cost, per ITD Standard Specifications, Section 108 — Prosecution, Progress and Termination.

6. PAYMENT REQUIREMENTS

Payments will be made as provided. Upon satisfactory completion of services specified, the
Contractor may be paid monthly and after receipt of invoices. Payments otherwise due may be
withheld for substandard or defective work not remedied.

INVITATION TO BID
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7. CHANGES

The Department reserves the right to revise the “Work Locations and Schedule” and to make other
changes within the general Scope of Work as may be deemed necessary to best serve the interests
of the Department. Changes in compensation, which may result from such revisions, shall be
documented by formal Change Order to the contract and approved by the District Engineer and
Purchasing Agent.

8. CLAIMS FOR ADJUSTMENT AND DISPUTES

If the Contractor believes that additional compensation is due them for work or material not clearly
covered in the contract, or not ordered as extra work, as defined herein, they shall prosecute their
claim in the following manner.

Prior to doing the work on which they believe additional compensation is due them, the Contractor
shall notify the District Engineer in writing of their intent to file a claim. If such notification is not given,
then the Contractor shall thereby waive their right to any claim for such additional compensation.

At a minimum, the detailed letter shall include a narration of events, citing of entittlement and a
showing of the amount of compensation and/or adjustment of time believed due. Full documentation
for all elements in the letter shall be included. The claim will be considered and a determination
made. The District Engineer will notify the Contractor in writing of the decision.

The decision will be final and conclusive unless, within thirty (30) days from receipt of the District
Engineer, the Contractor submits an appeal in writing to the Department Purchasing Agent. All
pertinent information, references, arguments and data to support the claim shall be included. The
Purchasing Agent will review the claim and the Contractor will be notified by mail. This decision will
be final and conclusive. Pending final decision of a dispute hereunder the Contractor shall proceed
diligently with performance of the contract.

9. FORCE MAJEURE

Neither party shall be liable or deemed to be in default for any Force Majeure delay in shipment or
performance occasioned by unforeseeable causes beyond the control and without the fault or
negligence of the parties, including, but not restricted to, acts of God or the public enemy, fires, floods,
epidemics, quarantine, strikes, freight embargoes, or unusually severe weather, provided that in all
cases the Contractor shall notify the State promptly in writing of any cause for delay and the State
concurs that the delay was beyond the control and without the fault or negligence of the Contractor.
The period for the performance shall be extended for a period equivalent to the period of the Force
Majeure delay. Matters of the Contractor’s finances shall not be a Force Majeure.

10. COMPLIANCE

If the Department registers a formal and written complaint by certified mail, with the Contractor in
respect to undesirable or unsatisfactory conditions, the Contractor will have 72 hours in which to
respond in person to the complaint, to the District Contract Administrator to remedy the problem(s).
Failure to respond in the prescribed time to the complaint or to remedy the problem may result in
termination of the contract as provided in Section 11 TERMINATION.

If the Department is not satisfied with the results and remediation of the complaint, the District
Contract Administrator may require periodic and joint inspections of the area with the Contractor to
discuss and point out Contractors violations. Failure of the Contractor to attend these inspections
may result in termination of the contract.
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11. TERMINATION

Should the Contractor neglect to prosecute the work properly, or fails to perform any provision of the
contract, the Department, after seven (7) days from written notice to the Contractor, may without
prejudice to any other remedy they may have, make good the deficiencies and may deduct the cost
thereof from the payment then or thereafter due to the Contractor or, at its option, may terminate the
contract and take possession of all materials, tools, fixtures and furnish the work by such means as
the Department sees fit, and if the unpaid balance of the contract price exceeds the expense of
finishing the work, such excess shall be paid to the Contractor, but if such expense exceeds such
unpaid balance, the Contractor’s surety shall pay the difference to the Department.

12. INDEMNIFICATION

The Contractor shall indemnify, save harmless, and defend regardless of outcome, the State from the
expenses of and against all suits, actions, claims, or costs, expenses, and attorney fees that may be
incurred because of any injuries or damages received or sustained by any person, persons, or
property on account of the operations of the Contractor; or on account of or in consequence of any
neglect in safeguarding the work; or through use of unacceptable materials in the work; or because of
any act or omission, neglect, or misconduct of the Contractor; or because of any claims or amounts
recovered from any infringements of patent, trademark, or copyright; or from any claims or amounts
arising or recovered under the Worker's Compensation Act or any other law, ordinance, order or
decree.

13. ILLEGAL ALIENS

The contractor warrants that any contract resulting from this solicitation is subject to Executive Order
2006-04 (http://gov.idaho.gov/mediacenter/execorders/eo06/eo 2006-40.html); it does not knowingly
hire or engage any illegal aliens or persons not authorized to work in the United States; it takes steps
to verify that it does not hire or engage any illegal aliens or persons not authorized to work in the
United State; and that any misrepresentation in this regard or any employment of person not
authorized to work in the United States constitutes a material breach and shall be cause for
termination of its contract.

14. INSURANCE REQUIREMENTS

The Contractor shall carry such public liability and property damage insurance that will protect them
and the State of Idaho from claims for damages for bodily injury, including accidental death, as well as
for claims for property damages, which may arise from operations under the contract whether such
operations be by themselves or by anyone directly or indirectly employed by either of them.

The Contractor shall not commence work under the contract until he obtains all insurance required
under this provision and furnishes a certificate or other form showing proof of current coverage to the
State. All insurance policies and certificates must be signed copies. After work commences, the
Contractor will keep in force all required insurance until the contract is terminated.

The following is a brief explanation of the required insurance coverage’s.
1. Worker's Compensation. The CONTRACTOR and all employers providing work, labor or

materials under this contract, are subject employers under the Idaho Worker's Compensation
Law, and shall comply with Idaho Statutes regarding Worker's Compensation.
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For the duration of this Contract, and until all work specified herein is complete, the
CONTRACTOR and all employers providing work, labor or materials under this contract, shall
provide Idaho Worker's Compensation coverage that satisfies ldaho law for all their subject
workers.

The CONTRACTOR must provide either a Certificate of ldaho Workers’ Compensation
Insurance issued by a surety licensed to write Idaho Workers’ Compensation Insurance in the
State of ldaho, as evidence that the CONTRACTOR has in effect a current Idaho Workers’
Compensation Insurance policy, or an extraterritorial certificate approved by the ldaho
Industrial Commission from a State that has a current reciprocity agreement with the Industrial
Commission.

2. Employer's Liability. This coverage is written in conjunction with Worker's Compensation and
provides insurance for the employer's liability to its employees in circumstances where the
injury is not covered by the Worker's Compensation law and the employer may be subject to
common law liability. Employer's liability insurance shall be a minimum amount of $100,000
per occurrence.

3. Liability Insurance. For the duration of the Contract and until all work specified in the Contract
is completed, the CONTRACTOR shall have and maintain, at CONTRACTOR’S expense, the
liability insurance set forth below and shall comply with all limits, terms and conditions of such
insurance. Work under this Contract shall not commence until evidence of all required
insurance is provided to the Department. Evidence of insurance shall consist of a completed
certificate of insurance signed by the insurance agent for the CONTRACTOR and made a part
of this Contract.

4. Commercial General Liability Insurance. The CONTRACTOR shall have and maintain
Commercial General Liability (CGL) Insurance covering bodily injury and property damage.
This insurance shall include personal injury liability coverage; blanket contractual liability
coverage for the indemnity provided under this Contract and products/completed operations
liability. The combined single limit per occurrence shall not be less than $1,000,000 or the
equivalent. Each annual aggregate limit shall not be less than $1,000,000, when applicable,
and will be endorsed to apply separately to each job site or location.

5. Automobile Liability Insurance The Contractor shall obtain, at the Contractor's expense, and
keep in effect during the entire term of the contract, Automobile Liability Insurance covering
owned, non-owned and hired vehicles. This coverage may be written in combination with
Commercial General Liability Insurance. Combined single limit per occurrence shall not be
less than $1,000,000.

Additional Requirements:

State of Idaho as Additional Insured: The liability insurance coverage required for performance of the
Contract shall include the State of Idaho, the Idaho Transportation Department and its division,
officers and employees as additional insured, but only with respect to the CONTRACTOR’S activities
to be performed under this Contract.

Notice of Cancellation or Change: The CONTRACTOR shall ensure that all policies of insurance are
endorsed to read that there shall be no cancellation, material change, potential exhaustion of
aggregate limits or intent not to renew insurance coverage(s) without sixty (60) days prior written
notice from the CONTRACTOR or its insurer to the Idaho Transportation Department.
CONTRACTOR shall further ensure that all policies of insurance are endorsed to read that any failure
to comply with the reporting provisions of this insurance, except for the potential exhaustion of

INVITATION TO BID
MINERAL MOUNTAIN REST AREA REHABILITATION
Page 13



aggregate limits, shall not affect the coverage(s) provided to the State of Idaho, Transportation
Department and its divisions, officers and employees.

APPENDICES
Bid Schedule
Signature Page
Contractor’s Affidavit
Subcontractor’'s Form
Bidder’s Responsibility Page

ATTACHMENTS

Architectural Specifications
Plan Sheets
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BID SCHEDULE

MINERAL MOUNTAIN REST AREA REHABILITATION
REQUISITION NO. B —499900S

BIDDER:

The bid item shall be filled in completely by the bidder in the bid schedule, by indicating total dollars
and cents under the Total Amount Bid. All costs, including hourly rates will be included here and will
be fully burdened to include; but not limited to, wages, transportation, lodging, overhead, and per-
diem.

All of the items shown or noted on the plans or in these specifications, which are not specifically a bid
item, are considered incidental items. The cost of furnishing and installing all incidental items will not
be paid for separately, but shall be included in the contract unit prices as bid, unless otherwise noted.

All figures should be written in ink or typed. Penciled entries will not be accepted; bids will be
considered irregular and rejected.

ITEM DESCRIPTION UNIT TOTAL AMOUNT BID
NO.
MINERAL MOUNTAIN REST AREA LUMP
1 REHABILITATION SUM

AWARD TO BE ALL “OR NONE”

THIS PAGE MUST BE SIGNED IN BLUE INK & RETURNED WITH YOUR BID

Signature Date

Bid Schedule



IDAHO TRANSPORTATION DEPARTMENT
SIGNATURE PAGE

September 17, 2008

Idaho Transportation Department

Business and Support Management Purchasing Unit
3311 West State Street

Boise, Idaho 83703

REQUISITION #: B 499900S TITLE: MINERAL MOUNTAIN RA REHABILITATION
This ITB response is submitted in accordance with all documents and provisions of the specified Bid Number
and Title detailed above. By my signature below | accept the terms and conditions as incorporated into this
solicitation. As the undersigned, | certify | am authorized to sign and submit this response for the Bidder or

Offeror.

PUBLIC WORKS CONTRACTORS LICENSE #

FEDERAL IDENTIFICATION #

Company Name:

State of Domicile:

Mailing Address:

City: State: Zip:

Phone: Fax:

If not domiciled in the State of Idaho, please provide an address where business is conducted in the State of
Idaho:

Mailing Address:

City: State: Zip:

Phone: Fax:

Bidder Signature/Authorized Signature

Name (Please Print)

BY SIGNING, BIDDER ACKNOWLEDGES ITS RESPONSIBILITY FOR ANY ADDENDA THAT HAVE BEEN ISSUED FOR THIS
SOLICITATION AND WILL COMPLY WITH ALL THE TERMS, CONDITIONS, AND SPECIFICATIONS OF THIS SOLICITATION.

THIS PAGE MUST BE SIGNED, WITH AN ORIGINAL SIGNATURE, AND RETURNED WITH YOUR BID DOCUMENTS!



CONTRACTOR’S AFFIDAVIT
CONCERNING ALCOHOL AND DRUG-FREE WORKPLACE

STATE OF

COUNTY OF

The undersigned being duly sworn upon oath, deposes and says that

complies with the provisions of Section 72-1717 ldaho

(Contractor Name)

Code (Drug Free Workplace program); that provides a

(Contractor Name)
drug-free workplace program that complies with the provisions of Idaho Code, Title 72,
Chapter 17 and will maintain such program throughout the life of a state construction contract
and that shall subcontract work only to subcontractors meeting

(Contractor Name)
the requirements of Idaho Code, Section 72-1717(1) (a).

Name of Contractor

Address

By:

(Signature)

Subscribed and sworn to before me this day of , 2008

NOTARY PUBLIC for

Residing at

My commission expires on:

THIS PAGE MUST BE RETURNED WITH YOUR BID DOCUMENTS



LICENSE REQUIREMENTS FOR
PLUMBING, ELECTRICAL, AND HVAC WORK

The contractor must complete this form giving the name, address, and Public Works Contractors
License Number for any and all companies who shall, in the event the Contractor secures the
contract, complete the plumbing, electrical, or HVAC work under the contract in accordance with
Idaho Code Section 67-2310. Failure to complete this form as required may render any such bid
submitted by a contractor unresponsive and void.

Companies must possess an appropriate Idaho Public Works Contractors License issued by the State
of ldaho Public Works Contractors State License Board covering the contract work classification in
which they are named, except as stated in Subsection.107.03-Licensing of Contractors.

The following are the names, addresses, Public Works Contractors license numbers, and contract
amounts of the Contractor or Subcontractor(s) who shall do the plumbing, electrical, or HYAC work
under the contract.

Note: Idaho Code Section 67-2310 also states "No general contractor shall name any subcontractor in
his bid unless the general contractor has received communication from the subcontractor.

A. Plumbing work by: residing
at: , whose Idaho Public Works Contractors License
No. is: , whose State Plumbing Bureau License No. is:

Contract Amount; $

B. Electrical work by: residing
at: , whose Idaho Public Works Contractors License
No. is: , whose State Electrical Bureau License No. is: ,

Contract Amount: $

C. HVAC work by: residing
at: , whose Idaho Public Works Contractors License
No. is: Contract Amount: $

THIS PAGE MUST BE SIGNED & RETURNED WITH YOUR BID DOCUMENTS

SIGNATURE: DATE:




BIDDERS RESPONSIBILITY PAGE

PLEASE NOTE: the following documents, IF APPLICABLE TO YOUR BID, must be

returned to the Idaho Transportation Department Purchasing Unit to allow your
bid to be considered.

In order for your bid to be considered, the following must be included with your bid.

1)

2)

3)

4)

5)

6)

7

8)

Affidavit of Alcohol and Drug Free Workplace Program

“Signature Page”
e Public Works License Number must be inserted
e Page signed with an original signature in blue ink

Bid Schedule must be completed and signed with an original signature in blue
ink

A 5% Bidders Bond or 5% Cashier’s Check.

Subcontractors Form must be completed and signed with an original signature in
blue ink.

All Addenda Must be Signed (in blue ink) and returned with your Bid
Documents.
It is the Bidder’s responsibility to verify if an addendum was issued.

ALL BIDS must be submitted in a sealed enveloped with the Requisition
Number, Bid Open Date, and Project Name clearly marked on the outside of the
envelope.

NO BID ADJUSTMENTS WILL BE ACCEPTED: Any changes made to a bid
must be submitted as a separate bid and all rules remain in effect. ALL
REQUIRED paperwork must be re-submitted.
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UPGRADE
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SECTION 02051-DEMOLITION

PART 1 GENERAL

1.1 The work covered in this section shall include, but is not
limited to, the demolition as shown on the drawings and as
specified herein.

Demolition work includes, but is not limited to, the
following:

Refer to Demo plan sheet Al.

Also included is any and all demolition required to comply
with the intent of the project, including removal of debris
and materials.

1.2 Traffic: Conduct demolition operations and removal of
debris to ensure minimum interference with roads, streets,
sidewalks and other adjacent occupied or used facilities.

Do not <close or obstruct streets, sidewalks or other
occupied or wused facilities. Provide alternate routes
around closed or obstructed traffic ways if required by
governing regulations.

Protection: Ensure safe passage of persons around the area
of demolition. Conduct operation to prevent injury to
adjacent buildings, Structures, other facilities and
persons. Coordinate all activities with on site facility
manager. Rest area will be closed during construction.
Coordinate with district. Porta Potties will be installed.

1.5 Submittals: Contractor to submit written proposal on
methods and operation of demolition work to the Architect
for review prior to commencing work. Include 1in the

proposal the schedule and coordination of shut-off, capping
and protection of existing utilities.

PART 2-MATERIALS (NOT APPLICABLE)

PART 3 EXECUTION:
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3.1 General

The Contractor shall survey the site before commencing work
and shall perform all demolition work necessary for the
proper execution of the work under this contract.

Protection of adjacent work must be accomplished. The
Contractor shall provide necessary barricades to protect the
public and employees and comply with all local and state
requirements. The Contractor shall protect all existing
utilities and adjacent property.

3.2 Utility Company Notification: The Contractor shall notify
any utility company 48 hours prior to any interruption of
the service of that company if the work will in any way
interrupt the service. Should the utility company have
adequate reason to avoid the interruption at the scheduled
time, the Contractor shall reschedule his work to meet the
condition. The Contractor shall pay the cost of restoring
any active utility whose service is interrupted.

END OF SECTION 02051-DEMOLITION
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SECTION 03010-CONCRETE

PART 1-GENERAL

1.1 Work includes all material, labor and accessories required
to complete the concrete work as shown on the drawings and
specified herein.

1.2 Codes and Standards:

ACI 301 “Specifications for Structural Concrete Buildings”
and ACI 318 ™“Building Code Requirements for Reinforced
Concrete”.
Comply with applicable provisions except as otherwise
indicated.

1.3 Concrete Testing Service: None required

1.4 Quality Control: Contact Architect before pouring concrete

1.5 Submittals
Product Data: Submit manufacturer's product data with
installation instructions for proprietary materials
including reinforcement and forming accessories, admixtures,
joint materials, hardeners, curing materials and others as
requested by Architect.

PART 2-MATERIALS

2.1 Form Materials
Provide form materials with sufficient stability to
withstand pressure of placed concrete without bowing or
deflection.

Exposed Concrete Surfaces: Suitable material to suit
project conditions.

2.2 Reinforcing Materials

Deformed Reinforcing Bars: ASTM A 615, Grade 60, deformed
for #4 and larger, unless noted otherwise. ASTM A 615,
Grade 40, deformed for #3 and less.

Welded Wire Fabric: ASTM A 82 and A 185, welded steel wire
fabric.
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Concrete Materials:

Portland Cement: Class 30 per ITD Specs, type as required,
3,000 PSI 28-day compressive strength.

Aggregates: ASTM C 33, except local aggregates of proven
durability may be used when acceptable to Architect.

Water: Clean, drinkable.
Air-Entraining Admixture: ASTM C 260.

Water-Reducing Admixture: ASTM C 494. Only use admixture
which have been tested and accepted in mix designs, unless
otherwise acceptable.

Mix Proportions and Design:

Proportion mixes by either laboratory trial batch or field
experience method complying with ACI 310.

Submit written report to Architect for each proposed
concrete mix at least 15 days prior to start of work. Do
not begin concrete production until mixes have been reviewed
and are acceptable to Architect.

Mix designs may be adjusted when material characteristics,
job conditions, weather, test results or other circumstances
warrant. Do not use revised concrete mixes until submitted
to and accepted by Architect.

Use air-entering admixture in all concrete, providing not
less than four percent (4%) nor more than eight (8%)
entrained air for concrete exposed to freezing and thawing,
and from two percent (2%) to four (4%) for other concrete

Forming and Placing Concrete

Job-Site Mixing: Use drum type batch machine mixer, mixing
not less than 1-1/2 minutes for one cu. yd. or smaller
capacity. Increase mixing time at least 15 seconds for each
additional cu. yd. or fraction thereof.

Ready-Mix Concrete: ASTM C 94.

2.3

2.4

PART 3-EXECUTION
3.1

3.2 Formwork
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Construct so that concrete members and structures are of
correct size, shape, alignment, elevation and position.

Provide openings in formwork to accommodate work of other
trades. Accurately place and securely support items built
into forms.

Clean and adjust forms prior to concrete placement. Apply
form release agents or wet forms, as required. Tighten
forms during concrete placement if required to eliminate
mortar leaks.

Reinforcement
Position, support and secure reinforcement against
displacement. Locate and support with metal chairs,

runners, bolsters, spacers and hangers, as required.

Set wire ties so ends are directed into concrete, not toward
exposed concrete surfaces.

Joints

Provide construction, isolation, and control Jjoints as
indicated or required for slabs and foundation walls. See
drawings for location and construction of isolation and
control joints.

Locate construction joints so as to not impair strength and
appearance of structure.

Construct 1/2” isolation (expansion) Jjoints in slabs-on-
grade at points of contact between slabs on grade and
vertical surfaces, such as column pedestals, foundation
walls, grade beams and elsewhere as indicated.

See Section 07900-Joint Sealer for joint filler and sealant
materials.

Installation of Embedded Items
Set and build into work anchorage devices and other embedded
items required for other work that is attached to, or

supported by cast-in-place concrete.

Use setting diagrams, templates and instructions provided by
others for locating and setting.
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Concrete Placement

Comply with ACI, placing concrete in a continuous operation
within planned joints or sections.

Do not begin placement until work of other trades affecting
concrete is completed.

Consolidate placed concrete using mechanical vibrating
equipment with hand rodding and tamping, so that concrete
is worked around reinforcement and other embedded items
and into forms.

Protect concrete from physical damage of reduced strength
due to weather extremes during mixing, placement and curing.
Comply with ACI 318 for cold weather and hot weather
placement.

Concrete Finishes

Exposed-to-view Surfaces: Provide a smooth finish for
exposed concrete surfaces and surfaces that are to be
covered with a coating or covering material applied directly
to concrete. Remove fins and projections, patch

defective areas with cement grout, and rub smooth.

Slab Trowel Finish: Apply trowel finish to monolithic slab
surfaces that are exposed-to-view or are to be covered with
resilient flooring, paint or other thin film coating.
Consolidate concrete surfaces by finish troweling, free of
trowel marks, uniform in texture and appearance. Match
adjacent sidewalk finish.

Recess concrete at new slab for installation of tile.
Finish concrete at tile areas for mortar adherence.

Curing

Begin initial curing as soon as free water has disappeared
from exposed surfaces. Where possible, keep continuously
moist for not less than seventy-two (72) hours. Continue
curing by use of moisture-retaining cover or
membrane-forming curing compound.

Cure formed surfaces by moist curing until forms are
removed.
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Provide protections as required to prevent damage to exposed
concrete surfaces.

END OF SECTION 03010-CONCRETE
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SECTION 04200-UNIT MASONRY

PART 1-GENERAL

1.

1.

1.

1

2

Work includes all material, labor and accessories needed to
install the unit masonry as indicated on the drawings and
specified within this section.

Related Work Specified Elsewhere: Division 1 Sections,
Section 03010-Concrete, Section 04230-Reinforced Unit
Masonry, and Section 09900-Painting. Refer to Painting

Section 09900 for refinish of existing brick.
Quality Assurance

Obtain each type of masonry wunits from a single
manufacturer to insure uniform quality and color. Obtain
mortar materials from a single manufacturer (or source).

Comply with the recommendations of Brick Institute Of
America (BIA) and National Concrete Masonry Association
(NCMA) .

Submittals

Submit manufacturer’s product data for each type of masonry
unit, accessory and other manufactured products, including
certification that each type complies with specified
requirements.

Submit small scale unit masonry samples for each type of
exposed masonry unit required showing the texture and
color.

Delivery, Storage and Handling

Deliver masonry materials to the site undamaged. Store
materials to prevent damage due to moisture, temperature
change, contaminants, corrosion or other causes.

Project Conditions

Protect work during erection by covering top of walls with
waterproof sheeting at end of each day’s work. Cover

partially completed structures when work is not in
progress.
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Do not apply uniform floor or roof loading for at least 12
hours after building walls or columns, for concentrated
loads wait at least 72 hours.

Protect faces of masonry to be left exposed, sills, ledges
and projections from staining due to rain, mud, grout and
mortar.

Do not lay masonry units which are wet or frozen. Remove
any 1ice or snow by carefully applying heat until top
surface is dry to touch.

If installed during cold weather, 1less than 40°F, heat
mixing water, sand and grout as required. If necessary
heat masonry units, wall under construction and provide
enclosures and auxiliary heat.

Protect unfinished masonry work not being worked on.

PART 2-MATERIALS

2.1 General: Comply with the referenced standards and other
requirements indicated below for each material type.

2.2 Concrete Masonry Units: Existing units are 8 x 16 x 47.
Restroom partitions are 47x167x4”. Units are integral
colored. Contractor to visit site and match unit & grout
color. Wall caps to be solid. Masonry units are to match
existing.

2.3 Grout and Mortar Materials
Portland Cement: ASTM C 150, Type I (Type III may be used
for cold weather construction)

Mortar: ASTM C 270, Type S, min. compressive strength of
1800 psi at 28 days.
Hydrated Lime: ASTM C 207, Type S.
Aggregate for Grout: ASTM C 404
Water: Clean and Potable.
2.4 Joint Reinforcement, Ties and Anchoring Devices
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Hot-Dip Galvanized Steel Wire: ASTM A 82 wire with ASTM A
123, Class B-2 (1.5 oz. per s.f. of wire surface) zinc
coating applied after fabrication, for use in masonry
exXposed to weather.

Joint Reinforcing: Refer to drawings for rebar. Rebar to
be grade 40. Lap min. 30 diameters. Minimum cover to be
1 1/27.

Brick Ties: “Dur-A-Wall” D/A 213 14 gauge plate anchor
with 3/16” dia. wire pintle or approved equal for steel
stud construction. Use (2) D/A 808 screws per anchor.

Bent Wire Ties: 3/16" cold-drawn steel wires, rectangular
shaped not 1less than 2” wide of length required for
embedment of tie into face shells with not less than 5/8”
mortar cover.

Anchor Bolts: ASTM A 307, Grade A, hot dipped galvanized
complying with ASTM C 153, steel bolts with hex nuts and
flat washers.

Miscellaneous Anchoring Items: Provide industry standard,
incidental materials as required to complete the project.

Miscellaneous Masonry Accessories

Non-Metallic Expansion Joint Strips: ASTM D 105¢,
premolded, flexible cellular neoprene rubber filler strips,
capable of 35% compression.

Premolded Control Joint Strip: ASTM D 2287, General
Purpose Grade, designed to fit standard sash block and to
maintain lateral stability in masonry wall.

Bond Breaker Strips: ASTM D 226, Type I, #15 asphalt felt.
Mortar and Grout Mixes

General: Do not add admixtures, including air-entraining
agents, accelerators, anti-freeze compounds, etc. to mixes.
Combine and thoroughly mix cementitious, water and
aggregates in a mechanical batch mixer, comply with
applicable ASTM standards for mixing time and water
content.
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Mortar for Unit Masonry: Comply with ASTM C 270 proportion
specification for the types of mortar required, unless
otherwise indicated use Type N.

Grout for Unit Masonry: Comply with ASTM C 476 for grout
for use in construction of unreinforced unit masonry. Use
grout of consistency (fine or course) at time of placement
which will completely fill all spaces intended to received
grout.

PART 3-EXECUTION

3.1 General
Install (lay) masonry units in the stack bond pattern to
match existing.
Cut exposed masonry units, where necessary, with a power
saw. Avoid the use (by proper layout) of less than half
size units. Wet brick for high absorption, prior to
laying.

3.2 Joints
Hold uniform joint sizes as indicated, or if not indicated,
hold joint sizes to suit modular size of masonry units.
Cut joints flush and tool slightly concave, unless
otherwise indicated.

3.3 Cavities
Keep cavities without rebar clean of mortar droppings.
Fill hollow cells with vermiculite insulation.

3.4 Finish

Provide control and expansion joints per industry
standards, keep free of mortar droppings. Refer to
drawings for locations of control joints.

Provide concealed flashing in exterior masonry work as
indicated or as required for proper installation.
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Except as otherwise shown, provide flashing under copings
and sills, through walls at counterflashing locations and
above elements of structural support for masonry.

Fit masonry units around items built-into the wall. Anchor
items securely and fill spaces between the item and the
masonry solidly with grout.
Fill six (6) courses twenty-four inches (24") in hollow
masonry units under all bearing plates, bonded beams and
similar areas, unless indicated otherwise.
Protect newly laid masonry from exposure to precipitation,
excessive drying, freezing, soiling, backfill and other
harmful elements.

3.5 Cleaning
Dry-Brush masonry work at the end of each day.
Final Cleaning: Upon completion of all masonry work, brick
shall be cleaned with in compliance with manufacturer’s

recommendation.

END OF SECTION 04200-UNIT MASONRY
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SECTION 04230-REINFORCED UNIT MASONRY

PART 1-GENERAL

1.1

PART

Work includes the installation of reinforced concrete
masonry units as indicated on the drawing and specified
herein.

Related work specified elsewhere includes Division 1
Sections, Section 03010-Concrete and Section 04200-Unit
Masonry.

Submittals:

Shop Drawings: Submit shop drawings for fabrication,
bending and placement of reinforcement bars. Comply with
ACI 315 “Manual of Standard Practice for Detailing
Reinforced Concrete Structures”. Show bar schedules,
diagrams of bent bars, stirrup spacing, lateral ties and
other arrangements and assemblies as required for
fabrication and placement of reinforcement for unit masonry
work.

Quality Assurance:

Comply with ACI 531 “Building Code Requirements for Concrete
Masonry Structures”, ACI 315 “Manual of Standard Practice
for Detailing Reinforced Concrete Structures”, ANSI/NBS A
74  (A41.2) “Building Code Requirements for Reinforced
Masonry” and BIA "“Building Code Requirements for Engineered
Brick Masonry”.

2-MATERIALS

General: Refer to Section 04200-Masonry Units for masonry
materials and accessories not included in this section.

Reinforcement: Provide deformed bars of grade indicated
complying with ASTM A 615, except as otherwise indicated.

Grade 40 for bars #3
Grade 60 for bars #4 or larger

Shop fabricate reinforcement which is shown to be bent or
hooked.
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PART 3-EXECUTION

3.

3.

1

General:
Comply with applicable requirements of Section 04200-Unit
Masonry.

Temporary Formwork: Provide formwork and shoring as
required for temporary support of reinforced masonry.

Installation:

Lay CMU units in full-face mortar beds. Solidly bed cross-
webs of starting courses in mortar. Maintain head and bed
joint widths of 3/8” or match existing.

Lay CMU wall units in stack with vertical joints in each
course centered on units in courses above and below.

Maintain vertical continuity of core or cell cavities which
are to be reinforced and grouted. Keep cavities clear of
mortar, solidly bed webs 1in mortar where adjacent to
reinforced cores or cells.

Where horizontal reinforced bond beam are indicated, use
special units or modify regular units to allow for
placement of continuous horizontal reinforcement bars.

Placing Reinforcement:

Clean reinforcement of loose rust, mill scale, earth, ice or
other materials which will reduce the bond to mortar or
grout. Do not use kinked excessively rusted bars.

Position reinforcement accurately at spacing shown, secured
against displacement, and spliced by lapping, unless
otherwise indicated, at locations shown.

Grouting:

Use grouting technique and type of grout appropriate to
masonry construction indicated and as recommended by the
NCMA.

Do not place grout until entire height of masonry to be
grouted has attained sufficient strength to resist

displacement of masonry units and breaking of mortar bond.

Place grout by pumping into grout spaces. Limit grout pours
to sections that can be completed in one working day with
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not more than one (1) hour interruption of pouring
operation. Place grouts in lifts not exceeding 5’. Rod or
vibrate each grout 1lift during the pouring operation.

Where bond beam occurs more than one course below top of
pour, fill bond beam course within 1”7 of vertically
reinforced cavities, during the construction of masonry.

When more than one pour is required to complete a given
section of masonry, extend reinforcement beyond masonry as
required for splicing. Pour grout within 1-1/2” of top
course of first pour. After grouted masonry is cured, lay
masonry units and place reinforcement for second pour
section before grouting. Repeat as required.

END OF SECTION 04230 - REINFORCED UNIT MASONRY
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SECTION 08100-STEEL DOORS AND FRAMES

PART 1-GENERAL

1.1

1.2

1.3

PART

Work includes all material, labor and accessories needed to
install hollow metal doors, steel door frames as indicated
on the drawings and specified within this section.

Required fire ratings of steel doors and frames are
indicated on the door and window schedules. Doors and
frames required to be fire rated shall be supplied
with approved U.L. Rating label attached.

Related Work Specified Elsewhere: Section 08710-Finish
Hardware, Section-08800 Glass and Glazing and Section
09900-Painting.

Quality Control: Provide doors and frames which comply
with Steel Door Institute "Recommended Specifications for
Standard Steel Doors and Frames" (SDI-100) and as specified
herein.

Submittals

Product Data: Submit manufacturer’s technical data
indicating this product complies with the requirements.

Shop Drawings: Submit shop drawings showing manufacturer's
standard detail and specifications for steel doors and
frames showing their application to the project as
required.

2-MATERIALS

Acceptable Manufacturers

Subject to compliance with the requirements, manufacturers
offering products which may be incorporated in the work
include, but are not limited to, the following:

Amweld Bldg. Products Division, Ceco Corporation,
Curries Manufacturing, Inc., Dittco Products Division,
Fenestra Mesker Ind., Inc., Republic Builders

Products, Corp., and Steelcraft Manufacturing, Co.
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Materials

Hot-Rolled Steel Sheets and Strips: Commercial quality
carbon steel, pickled and oiled per ASTM A 569 and A 568,

Cold-Rolled Steel Sheets: Commercial quality carbon steel
complying with ASTM A 366 and A 568.

Galvanized Steel Sheets: Commercial quality, zinc-coated
carbon steel sheets complying with ASTM A 526, G 60 =zinc
coating, mill phosphatized.

Supports and Anchors: Minimum 18-gauge galvanized sheet
steel.
Inserts, Bolts and Accessories: Manufacturer's standard

units. Use hot-dipped, galvanized items for units built
into exterior walls, complying with ASTM A 153.

Fabrication

Fabricate units to be rigid, neat in appearance and free
from defects, warps or buckle. Weld exposed Jjoints
continuously, grind, dress and make smooth, flush and
invisible.

Interior Doors: SDI-100, Grade 1II, heavy-duty, Model 1,
minimum 18 gauge face.

Fabricate exposed faces from cold-rolled steel.

Fabricate concealed stiffeners, edge channels, etc.
from either cold-rolled or hot-rolled steel.

Exterior Doors: SDI-100, Grade 1III, extra heavy-duty,
Model 2 minimum 16 gauge face.

Fabricate doors from phosphatized sheet steel with one
coat baked on primer. Close top and bottom edges of
exterior doors as integral part of door construction.

Frames: Comply with SDI-100, of the types and style

indicated, for materials quality, metal gages, and
construction details.
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Provide standard hollow metal frames of doors with
concealed fastenings, unless indicated otherwise.
Fabricate frames of minimum 16 gauge cold rolled
steel.

Frames to be of hot-dipped galvanized steel with one
coat baked on enamel.

Fabricated frames to be mitered and welded for
exterior and interior application.

Prepare frames to receive three (3) silencers on
strike jambs of single-swing frames.

Finish Hardware Preparation: Prepare steel doors and
frames to receive concealed finish hardware, including
cutouts, reinforcing, drilling and tapping, complying with
ANSI A 115 "Specifications for Door and Frame Preparation
for Hardware".

Reinforce units to receive field installed, surfaced
mounted finish hardware, where specified.

Locate finish hardware as indicated or, if not
indicated per DHI "Recommended Locations for Builder's

Hardware."

2.4 Finish: Shop paint exposed surfaces of doors and frames,
including galvanized surfaces, using manufacturer's
standard baked-on rust inhibitive primer which is suitable
as a base for the specified finish paints.

PART 3-EXECUTION

3.1 Installation
Install steel frames and hollow metal doors in accordance
with manufacturer's instructions and final shop drawings.
Grout door frames solid.

Fit doors accurately into frames with clearances specified
in SDI-100.

3.2 Adjusting and Final Cleaning

Check and adjust operating finish hardware and leave door
in complete and proper operating condition.
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Immediately prior to final inspection remove protective
covering from prefinished door. Touch up any markings or
damage as required.

END OF SECTION 08100-STEEL DOORS AND FRAMES
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SECTION 08330-OVERHEAD COILING DOORS

PART 1-GENERAL

1.

1

Work includes all material, labor and accessories needed to
install complete operating overhead coiling doors assembly.

Related Sections Specified Elsewhere: None
Submittals

Product Data: Submit manufacturer’s technical data,
roughing-in diagrams, and installation instructions for
each type and size of overhead coiling door. Provide
operating instructions and maintenance information
indicating this product complies with the requirements.

Shop Drawings: Submit shop drawings showing manufacturer's
standard detail and specifications for steel doors and
frames showing their application to the project as
required.

Quality Control:

Manufacturer: Rolling doors shall be manufactured by a
firm with a minimum of five vyears experience in the
fabrication and installation of rolling doors.

Manufacturers proposed for use which are not named in these
specifications, shall submit evidence of ability to meet
performance and fabrication requirements specified and
include a 1list of five projects of similar design and
complexity completed within the past five years.

Single Source Responsibility: Provide overhead coiling
door as a complete wunit produced by one manufacturer,
including hardware, accessories, mounting and installation
components.

Installer: Installation of rolling door shall be performed
by an authorized representative of the door manufacturer.

Delivery, Storage and Handling: Deliver materials and
products in labeled protective packages. Store and handle
in strict compliance with manufacturer’s instructions and
recommendations. Protect from damage from weather,
excessive temperatures and construction operations.
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PART 2-MATERIALS

Acceptable Manufacturers
Provide the following product or an approved equal:
Manufacture: “Wayne Polton”

Door: Series 24, 16 ga. roll-up Steel door.

Door Curtain: Steel door w/2 coats baked on enamel finish.

Color: Finish to be selected by Architect from
manufacturer’s standard colors.

Lock: Provide Keyed lock.

Take field dimensions and examine condition of substrates,
supports and other conditions under which this work is to
be performed. Do not proceed with work until
unsatisfactory conditions are corrected.

Install door and operating equipment complete with
necessary hardware, Jjamb and head mold strips, anchors,
inserts, hangers and equipment supports in accordance with
final shop drawings and manufacture’s instructions.

Upon completion of installation including work by other
trades, lubricate, test and adjust doors to operate easily
free from warp, twist of distortion and fitting
weathertight for entire perimeter.

2.1

2.2 Materials
PART 3-EXECUTION
3.1 Preparation
3.2 Installation
3.3

Adjusting and Cleaning
Test rolling doors for proper operation and adjust as

necessary to provide proper operation with binding or
distortion.
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Touch up damaged coatings and finishes and repair minor
damage. Clean exposed surfaces using non-abrasive
materials and methods recommended by manufacturer of
material or product being cleaned.

END OF SECTION 08330-OVERHEAD COILING DOORS
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SECTION 08710-FINISH HARDWARE

PART

1-GENERAL

1.1

1.2

PART

Work includes all material, labor and accessories needed to
install Finish Hardware as indicated on the drawings and
specified within this section.

Related Work Specified Elsewhere: Division 1 Specifications,
Section-08100 Steel Doors.

Federal Specification numbers, if shown, are from FS FF-S,
106, 111, 116 and 121.

Submittals

Submit 5 copies of final hardware schedule organized by
groups, to indicate specifically the product to be furnished
for each item required on each door. Furnish cover sheet
listing the name of the Owner, Architect, Contractor,
hardware consultant and date of submittal.

Funish a wvertical 1listing of the hardware items used
followed by manufacturer’s name either on cover sheet or
immediately following the cover sheet (e.g. “hinges-
manufacturer’s name) .

Schedule hardware items for each door separately in typed
vertical form. List each door in door schedule. Do not
group doors with like or similar hardware under a single
heading.

Describe each piece of hardware with specified
manufacturer’s numbers or their equivalents as approved for
each item.

Furnish templates to each fabricator of doors and frames as
required for preparation to receive the hardware.

Submit samples of the hardware items, showing each required
finish from each manufacturer (for acceptance of color and
texture only).

2-MATERIAL

Finish and Base Material Designations

Typical hardware finish to be 626, (US 26D) "Satin Chromium
Plated", Unless Noted Otherwise (U.N.O.).
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Where base material and quality of the finish are not
otherwise indicated, provide at least the commercially
recognized quality specified on applicable Federal
Specifications.

2.2 Hinges and Pivots

Manufacturers: Hager, Lawrence, McKinney, Stanley, or equal.

Steel Hinges: Provide full-mortise type hinges on each
door, except as otherwise indicated and except as otherwise
needed for proper support and operation of doors. Provide

stainless steel pins, non-removable pins for exterior and
public interior exposure and flat button with matching
plugs.

2.3 Locks, Latches and Bolts
Manufacturers: Best.

Provide cylindrical chassis 1lock or latch sets at all
locations, unless noted otherwise.

Equip lock sets with 6-pin tumbler type lock cylinders and
two nickel silver keys per lock, in a masterkey system to be
designated by Owner.

Provide Construction Locks with either temporary cylinders
for the construction period or temporary construction keying

which is automatically voided through the use of the Owner's
key.

2.4 Door Control Devises
Manufacturers: Norton, or equal.
Finish exposed metal to match hardware.
Size and mount units indicated or, if not indicated, to
comply with the manufacturer’s recommendation for the

exposure condition. Reinforce the substrate as required.

Where parallel arm closure are indicated provide units one
size larger than recommended for standard units.

2.5 Miscellaneous Door Hardware

Manufacturers: Builder Brass Works, Trinco, or equal.
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Provide kickplates which 1-1/16” to 1/2” less actual width of

door with height as specified in the hardware schedule. Install
with self tapping screws. Use 2.02 1lbs. stainless for
kickplates.
Provide gray rubber exposed resilient parts.
PART 3-EXECUTION
3.1 Installation
Hardware Mounting Heights: Per Door and Hardware
Institute’s “Recommended Locations for Builders Hardware for
Standard Steel Doors and Frames”, except as otherwise
indicated.
Install each hardware item to comply with manufacturer's
instructions and recommendations.
Hardware Adjustments: Return to project one month after
Owner's occupancy and adjust hardware for proper operation
and function. Instruct Owner's personnel in proper
maintenance and adjustment.
3.2 Finish Hardware Schedule

Product Designation: Products designated are to establish a
level of quality and/or operation desired. Furnish the
designated product or one which is the equivalent (as judged
by Architect) to the indicated product.

Provide the following for 2 new doors in existing frames and
1 new door and frame:

3 ea Hinges Stanley FBB199

Push/Pull hardware Stainless Steel

Door Closure LCN 4010

Deadbolt - Best - Double Keyed

Kickplate 37” x 10” Stainless Steal
Threshold - Pemko Saddle Threshold 1/4” high

END OF SECTION 08710-FINISH HARDWARE
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SECTION 09300-TILE

PART 1-GENERAL

1.1 Work to include all materials, labor and accessories required
to complete tile installation as shown on plans and specified
herein.

1.2 Related Work Specified Elsewhere: Division 1 Sections and
Section 03010-Concrete.

1.3 Submittals
One copy of manufactures written product specification for
tile, waterproof membrane, grout and mortar.

For verification purposes, submit 3 tiles of each size, color
and type to be installed.

1.4 Product Delivery, Storage and Handling: Deliver all products
to the site in manufacturer’s unopened containers. Keep
products dry and in a clean location.

PART 2-PRODUCTS

2.1 Acceptable Manufacturer’s: Match existing
Homual 4 x 8 red pavers with 4” coved base.

2.2 General

Colors, Texture and Patterns: See drawings for tile
locations. Colors to match existing. Layout to match
existing.
For tile, grout and other products requiring selection of
colors, surface textures or other appearance characteristics,
provide products to match characteristics indicated or, if
not otherwise indicated, as selected by Architect from
manufacturer’s standards.

2.3 Trim Units

Size: As indicated, coordinated with sizes and coursing of
adjoining flat tile, where applicable.

External & internal corners to be radiased or coved. Top of
base to be bullnosed.
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PART

Underlayment: New concrete slab or base on existing floor.
Setting Materials:

Mixing Mortars and Grout: Mix mortars and grout to comply
with requirements of referenced standards and manufacturer’s
for accurately proportioning of materials, water or additive
content, mixing equipment and mixer speeds, mixing
containers, mixing time, and other procedures needed to
produce mortars and grouts of uniform quality with optimum
performance characteristics for application indicated.

Mortar: “Laticrete” 253 Multipurpose Thin-Set Mortar, or
approved equal.

Grout: “Laticrete” 1500 Polymer Fortified Sanded Grout and
Joint Filler, or approved equal.

Elastomeric Sealant:

General: Provide Manufacturer’s Standard chemically curing,
elastomeric sealant of base polymer indicated which complies
with ASTM C 920 requirements, including those for Type,
Grade, Class and uses.

Compatibility: Provide sealant, Jjoint fillers and other
related materials that are compatible with on another and
with joint substrates wunder conditions of service and
application, as demonstrated by testing and field experience.

Colors: Color of exposed sealant to match colors of grout in
tile adjoining sealed joints, unless otherwise indicated.

One-Part Mildew Resistant Silicone Sealant: Type S, Grade
NS, Class 25, Uses NT, G, A, and as applicable to nonporous
joint substrates indicated, o; formulated with fungicide for
sealing interior joints in and around ceramic tile, showers
sinks and plumbing fixtures. Coordinate with manufacturer to
coordinate selection of silicone sealant compliant with
requirements.

3-INSTALLATION

Preparation & Installation of Floor Tile

Inspect surface for proper tolerances, dryness and
cleanliness. Report any discrepancies to the Contractor.
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Adhere flooring to concrete per manufacturer's direction,
following all tolerance requirements at seam and for
perimeter expansion void.

Extend tile work into recesses and under or behind equipment
and fixtures, to form a complete covering without
interruptions, except as otherwise shown. Terminate work
neatly at obstructions, edges and corners without disrupting
pattern or joint alignments.

Accurately form intersections and returns. Perform cutting
and drilling of tile without marring visible surfaces.
Carefully grind cut edges of tile abutting trim, finish or
built-in items for straight aligned joints. Fit tile closely
to electrical outlets, piping, fixtures and other
penetrations so that plates, collars, or covers overlap tile.

3.2 Final Cleaning

Clean up all unused materials and debris and remove from
site.

Leave finished installation clean and free of cracked,
chipped, broken, unbonded or otherwise defective tile work.

3.3 Protection

When recommended by tile manufacturer, apply a protective
coat of neutral protective cleaner to completed tile floors.

Protect installed tile work with Kraft paper or other heavy
covering during construction period to prevent staining,

damage and wear.

Prohibit foot and wheel traffic from using tiled floors for
at least 7 days after grouting is completed.

Before final inspection, remove protective coverings and
rinse neutral cleaner from tile surfaces.

END OF SECTION 09300-TILE
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SECTION 09900-PAINTING

PART 1-GENERAL

1.1 Work to include all materials, 1labor and accessories
required to complete painting and finishing of doors &
frames and clear sealer over interior of existing brick.

1.2 Related Work Specified Elsewhere: Section 08100-Steel Doors
and Frames.

1.3 Work Not Included
All wood elements inside and out to be repainted by ITD.

Unless otherwise indicated, shop priming of ferrous metal
items and fabricated components are included under their
respective trades.

Pre-finish items, such as metal toilet partitions, acoustic
material and the like, are not included. Unless otherwise
indicated, painting not required on surfaces of concealed
areas except for piping, equipment and other such items
within the concealed spaces.

Finished metals such as anodized aluminum, stainless steel,
bronze, and similar metals will not be painted.

Do not paint any moving parts of operating units, or over
any equipment identification, performance rating, name of
nomenclature plates or code-required labels.

1.4 Submittals

Color Charts: Submit to Architect, manufacturer’s standard
color charts for all applications listed.

1.5 Delivery and Storage

Deliver materials to Jjob site in new, original, and
unopened containers bearing manufacturer's name, trade
name, and label analysis.

Store where indicated in accordance with manufacturer's
instructions.

PART 2-MATERIALS
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Mix, prepare, and store painting and finishing materials in
accordance with manufacturer's directions.

The use of lead-base paint on any interior or exterior
surface is prohibited.

Acceptable Manufacturers: Subject to compliance with the
requirements specified, provide paint from manufacture’s
below or an approved equal.

Steel Doors & Frames, Brick Sealer

Primer: See Section 08100-Steel Doors

Finish Coat: (2) coats, “Columbia”, polyurethane, 400
Series. Color to be selected by Architect.

Sealer: (1) coat, 2-component epoxy sealer, clear.

Provide finish coats which are compatible with prime paints

Provide barrier coats over incompatible primers where

Notify Architect in writing of anticipated problems using
specified coatings with substrates primed by others.

2.1 General

2.2

2.3

PART 3 EXECUTION:

3.1 Coordination
used.
required.

3.2

Surface Preparation:

Existing interior brick to be wet sand blasted to remove
gloss finish. Do trial areas to ensure pressure and/or
sand grit does not pit face of brick. Apply clear epoxy
finish to new brick and existing brick on interior
surfaces.

Perform preparation and cleaning procedures in strict

accordance with coating manufacturer's instructions for
each substrate condition.
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Remove hardware and accessories, machined surfaces, plates,
lighting fixtures and similar items in place and not to be
finish-painted or provide surface-applied protection.

Reinstall removed items and remove protective coverings at
completion of work.

Application

Apply painting and finishing materials in accordance with
manufacturer's directions.

Use applicators, and techniques best suited for materials
and surfaces to which applied.

Do not roll paint on doors.

Finish exterior doors on tops, bottoms and edges same as
exterior faces, unless otherwise indicated.

Sand lightly between succeeding enamel or varnish coats.

Omit first coat (primer) on metal surfaces which have been
shop-primed an touch-up painted, unless otherwise
specified.

Apply prime coat to material which is required to Dbe
painted or finished, and which has not been prime coated by
others.

Apply each material at not less than the manufacturer's
recommended spreading rate, to provide a total dry film to
thickness of not less than 4.0 mils for entire coating
system of prime and finish coats for 3-coat work.

Provide a total dry film thickness of not less than 2.5
mils for entire coating system of prime and finish coat for
two-coat work.

Back roll, by hand the final finish coat.

Paint exposed surfaces, except as otherwise indicated,
whether or not colors are designated.
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If not designated, colors will be selected by Architect
from standard colors available for the coatings required.

3.4 Job Conditions

Apply water-based paints only when temperature of surfaces
to be painted and surrounding air temperatures are between
fifty degrees Fahrenheit (ten degrees Celsius) and ninety
degrees Fahrenheit (thirty two degrees Celsius), unless
otherwise permitted by paint manufacturer's printed
instructions.

Apply solvent-thinned paints only when temperature of
surfaces to be painted and surrounding air temperatures are
between forty five degrees Fahrenheit (seven degrees
Celsius) and ninety five degrees Fahrenheit (thirty five
degrees Celsius), unless otherwise permitted by paint
manufacturer's printed instructions.

Do not paint in snow, rain, fog, or mist or when relative
humidity exceeds eighty five percent (85%), or on to damp
or wet surfaces, unless otherwise permitted by paint
manufacturer's printed instructions.

Painting may be continued during inclement weather if areas
and surfaces to be painted are enclosed and heated within
temperature limits specified by paint manufacturer during
application and drying periods.

Completed Work: Match approved samples for color, texture
and coverage. Remove, refinish or repaint work not in

compliance with specified requirements.

END OF SECTION 09900-PAINTING
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SECTION 10155-TOILET PARTITIONS

PART 1 GENERAL:

1.1 Work includes all material, labor, and accessories needed to
install toilet partitions as indicated on the drawings or
specified herein.

Work includes installation of partitions as shown on plans
and wall panels behind fixtures in men’s restroom. See
elevations for wall panels.

1.2 Submittals: Submit shop drawings for compartments showing
details and proper attachment for finished work and
manufacturer’s standard color chart.

PART 2 MATERIALS:

2.1 General: Toilet Partitions shall be floor mounted and
overhead braced, urinal screens shall be floor and wall
mounted. Pilaster shoes to be solid plastic. Partitions to
be solid plastic (HDPE).

Finish: Color to be selected by the Architect from
manufacturer’s standard color selection.

2.2 Acceptable Manufacturers: Subject to compliance with the
requirements specified, provide toilet partitions from one
of the following or an approved equal:

Bradley Santana or Equal.

2.3 Hardware and Fittings: Provide manufacturer's recommended,
standard products. All pilasters to have solid plastic
shoes.

Headrail: Shall be a 1”7 x 1-1/2” tube of extruded alloy,
polished and anodized, or as recommended by manufacture for
heavy duty wvandal resistants.

PART 3 EXECUTION:

3.1 General: Install toilet partitions per manufacturer's

recommendation and standard details.
All partitions shall be installed in a substantial manner,

straight, level and plumb. No evidence of drilling, cutting
or patching shall be visible in the finished work.
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Provide manufacturer's recommended clearances at all joints.

Clean partitions and ensure proper working order of all
hardware.

END OF SECTION 10155-TOILET PARTITIONS
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SECTION 10440-SPECIALTY SIGNS

Work includes all material, labor and accessories needed to
install specialty signs as indicated on the drawings or
specified within this section.

References: Specialty signs shall conform to the current
edition of the A.D.A. (American’s with Disabilities Act).

Samples: Submit a sample of each sign and material prior to

PART 1-GENERAL
1.1
1.2
1.3

fabrication.
PART 2-MATERIALS
2.1 Restroom Signs

Women’s Restroom: Provide (1) universal woman pictogram for
each space with raised grade 2 Braille letters and (1)
universal handicap accessible pictogram.

Provide (1) no smoking sign with pictogram and Braille
letters.

Men’s Restroom: Provide (1) universal man pictogram for
each space with raised grade 2 Braille letters and (1)
universal handicap accessible pictogram.

Provide (1) no smoking sign with pictogram and Braille
letters.

Family Assist Restroom: Provide (1) universal sign with
pictogram and raised grade 2 Braille letters and (1)
universal handicap accessible pictogram.

Provide (1) no smoking sign with pictogram and Braille
letters.

Panel Face: High pressure plastic laminate engraving stock
with core and facing plies in contrasting colors from
manufacturer’s standard stock and colors.

Frame: None

Edge Condition: Beveled

Edge Color: Same as Copy

Corner Condition: 1/2" Radius (rounded)
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Fabrication: Fabricate panel signs to <comply with
requirements indicated. Minimum border dimension of the
pictograms shall be 6".

PART 3-EXECUTION

3.1 Installation
Install restroom sign units level and plumb. Center of sign
to be at 60" AFF and 12” from edge of latch side of door
frame. Attach securely to wall.

No smoking signs?

END OF SECTION 10440-SPECIALTY SIGNS
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SECTION 10800-TOILET ACCESSORIES

PART

1.1

1.2

1.3

PART

1-GENERAL

Work includes all material, labor and accessories needed to
install toilet accessories as indicated on the drawings and
specified within the section.

Related sections and standard references applicable to work
as follows:

Current edition of the A.D.A. (American Disabilities Act)
Section 08800-Glass & Glazing

Submittals

Manufacturer's data and installation instructions & color
chart. Color shall be selected by Architect from
manufacturer’s standard color where applicable.

Provide samples of units when requested by the Architect.
Acceptable samples will be returned and may be used in the
work.

2-PRODUCTS

Materials

Stainless Steel.

Fasteners: Screws, bolts and other devices of same material
as accessory unit or galvanized steel if concealed.

Fabrication: Stamped names or labels on exposed faces of
toilet accessory units are not permitted.

Surface Mounted Accessories:
Grab Bars: Stainless steel, minimum 18 gauge wall
thickness, 1-1/4" to 1-1/2" outside diameter with
manufacturer's standard non-slip texture (see plans and
interior elevation for lengths), concealed mounting.

Finish to be stainless steel with satin finish.

Provide 5 ea stainless Steel mirrors. See plans for
size. Mirrors to be seamless edge.

Provide 2 ea soap dispensers, Bobrick B-2111.
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Diaper changing station Bobrick B-2230 provide (3) in
restrooms.

1. All other accessories to be removed, protected &
reinstalled to new partitions.

2.1 Acceptable Manufacturers
A & J United Machine & Metal Products Corp., Accessory
Specialties, 1Inc., BAmerican Dispenser Co., Bobrick Washroom,

Equip., Inc., Bradley Corp., G.M. Ketcham Co., McKinney/Kidde,
Inc., The Charles Parker Co., Watrus, Inc. or approved equal.

PART 3-EXECUTION

3.1 Installation

Install toilet accessories using fasteners appropriate to
substrate and recommended by the manufacturer of the unit.

See drawings for toilet accessories location and mounting
heights.

Install units plumb and level, firmly anchored in location
indicated.

Provide toilet accessories as indicated or scheduled.
3.2 Final Cleaning

Clean and polish all exposed surfaces after removing
protective coatings.

END OF SECTION 10800-TOILET ACCESSORIES
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SECTION 15100 - MECHANICAL GENERAL PROVISIONS

PART 1 - GENERAL

1.1 SCOPE:
A. General:

1. The Bidding Requirements, Contract Requirements, and the General Requirements (Division
1) of these specifications shall govern all parts of the work.

B. Work Included:

1. Install work in accordance with these specifications and the accompanying plans. Furnish all
labor, material, and equipment together with all incidental items not specifically shown or
specified which are required by good practice to provide the complete mechanical systems as
described.

C. Coordination and Site Visits:

1. This section of the work requires examination of and reference to all architectural, structural,
utility, and electrical drawings for construction conditions that may affect the work. Inspect
the building site and existing facilities for verification of existing conditions. Base all
measurements from established benchmarks. Any discrepancy between actual measurements
and those indicated, which prevents following good practices or the intent of the drawings and
specifications, shall be reported to the Architect/Engineer, and work halted until instructions
are received from the Architect/Engineer.

1.2 CODES., PERMITS, FEES:

A. Install all work in accordance with applicable codes and standards. Obtain all required permits, pay
all required fees including utility connections or extensions, in connection with this portion of the
construction. Obtain all required certificates of inspection for the work.

PART 2 - PRODUCTS

2.1 MATERIALS AND WORKMANSHIP:

A. Materials:

1. All materials and equipment shall be of first quality, new, full size and weight, standard in
every respect, and suitable for the space required. Use the same manufacturer for products of
similar class or service, such as valves, pumps, controls, and air handlers. Protect all materials
against loss, theft, or damage before and after installation.

2. Furnish equipment that will operate under all conditions of load without any sound or
vibration that is objectionable in the opinion of the Architect/Engineer. Vibration or noise
considered objectionable will be corrected by the Subcontractor at his expense.

3. Furnish and install all necessary foundations, supports, pads, bases, and piers required for all
materials and equipment furnished under this contract.
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4. Provide all required firestopping at piping and duct penetrations of fire rated walls, floors,
ceilings, and roofs. Firestopping shall be Dow Corning Fire Stop Sealant 2000 or Fire Stop
Foam 2001, or approved equal.

B. Workmanship:

1. All materials and equipment shall be installed in a neat and workmanlike manner by
competent specialists for each subtrade. Work shall be installed to the satisfaction of the
Architect/Engineer with unsatisfactory work removed and reinstalled to his satisfaction at no
extra cost to the Owner.

2. Provide all cutting and patching necessary to install the work specified in this section.
Patching shall match adjacent surfaces. No structural members shall be cut without the
approval of the Architect/Engineer. Provide all sleeves and inserts required before the floors
and walls are built.

3. Locate all equipment that must be serviced in fully accessible positions. Provide clearance for
removal of replacement parts and components, and with necessary couplings or flanges to
remove the component for maintenance.

2.2 SUBMITTALS AND SUBSTITUTIONS:

A. Prebid Approval:

1. Manufacturer’s trade names and catalog numbers stated herein are intended to indicate the
quality of equipment or materials desired. All manufacturers not specifically listed require
prior approval. Submit catalog data, including specifications, of the proposed equipment to the
Architect/Engineer for his approval at least 10 calendar days prior to bid opening. Notice of
such approvals will be published in an addendum.

B. Submittals:

1. Within thirty days after award of this contract, provide six copies of a complete list of all
materials and equipment proposed for this project. List shall contain make, type,
manufacturer's name, and trade designation of all materials and equipment. Submittal shall
also include manufacturer's complete specification for each item, including capacities, ratings,
etc., and dimensions as required to check space requirements. Provide six copies of all
submittals. The scheduled equipment is the basis of design for capacity, weights, physical
size, etc. Alternate manufacturers shall not exceed the weight or physical size. Any changes
to the Architectural, Structural, Mechanical, Electrical, and Control systems due to alternate
manufactures shall be the responsibility of the Contractor and Supplier.

2. Approval of submittals shall not relieve the contractor from responsibility for deviations from
the plans or specifications, unless he has, in writing, called the Architect's /Engineer's attention
to deviations at the time of submission, and obtained his written approval. Approval of
submittals does not relieve the contractor from responsibility for errors in shop drawings or
literature.

C. Submittal Form:
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The manufacturer’s representative shall be responsible for the completion of the submittal
form provided in these specifications. One form must be completed for each piece of
equipment submitted. Equipment not provided with this form will not be reviewed and will be
returned for re-submittals.

An electronic copy of this submittal form file is available from the engineer at the request of
the manufacturer’s representative, or a copy is also available at the end of this specification
section.

D. Equipment Requiring Submittals:

Energy Recovery Ventilator

2. Air Diffusion Products

3. Plumbing Fixtures

PART 3 - EXECUTION

3.1 ACCESSIBILITY & SAFETY:

A. Accessibility:

1.

All equipment which must be serviced or operated shall be located in fully accessible position.
Minor changes from the drawings may be made to allow for better accessibility. All changes
shall be approved prior to actual installation.

2. Access panels shall be provided if required for accessibility. Subcontractor shall furnish the
required panels to the General Contractor and the required location for all access panels.
Panels shall be installed by the General Contractor.
B. Safety:

1.

Subcontractor shall provide guards for all belt drives and rotating machinery. No water piping
shall run immediately over or within a 3-foot plan view clearance of any electrical panel or
motor starter. Where piping must be located within these zones, install piping inside a conduit
to prevent water access to electrical equipment.

3.2 COORDINATION:

A. Coordinate all work with the various trades involved to provide a complete and satisfactory
installation. The exact details of piping, ductwork, and equipment are not shown. No additional
compensation will be made for offsets or relocation required in coordination with other trades.

B. Alterations required due to improper supervision by the subcontractor shall be made at no extra
cost, to the satisfaction of the Architect/Engineer.

3.3 ELECTRICAL:

A. Electric motors required for equipment specified in this section shall be provided and installed by
this Subcontractor. Motor starters, disconnects, relays, pilot lights, etc., are in general, to be
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furnished and installed by the Electrical Contractor. Starters, relays, controls, etc., which are
factory assembled into packaged equipment shall be furnished by the Mechanical Contractor
under this section of the specifications.

B. All motors shall be provided with adequate starting and protective equipment as specified or
required. Motor capacity shall be sufficient to operate driven device under all conditions of

operation and load without overload. Minimum horsepower shall be as specified.

3.4 EXCAVATION & BACKFILL:

A. Excavate trenches required for underground piping to proper elevation and grade. Provide
trenches with solid bottoms to allow support of piping along entire length with excavation at bells
as required for jointing and inspection. Provide repairing of finished surfaces, and all required
shoring, bracing, pumping, and protection for safety of persons and property. Observe all Local or
State Safety Codes. Verify that elevations of existing utilities will allow for proper grading of
piping connecting to existing utilities.

3.5 IDENTIFICATION AND CODING:

A. Painting:

1. All painting of mechanical equipment, accessories, ductwork, and piping shall be furnished and
applied under the Architectural section of these specifications. All painting shall be completed
before any identification markings are applied.

B. Equipment:

1. Identify all equipment with a black formica label, with white reveal when engraved. Lettering
to be 3/16 inch high minimum. In general, identify equipment as to area served in addition to
title and code number of the equipment as taken from the plans.

C. Piping:

1. Identify all piping as to the service of the pipe and the direction of flow. The letters shall be
3/4 inch high on piping two inches or smaller, and 1-1/4 inches high on piping up to six
inches. Flow arrows shall be at least six inches long. The letters and flow arrows shall be
made by precut stencils and oil base paint, one inch high and black, or factory fabricated
plastic pipe markers. Piping shall be identified at 25 foot maximum intervals, on long
continuous lines; adjacent to each item of equipment; on each riser and junction, and on both
sides of all wall penetrations. Underground piping shall be identified with bright colored
continuously printed plastic tape of not less than 6" wide by 4 mil thick, manufactured for
direct burial service. Install directly above all buried pipe, 6 to 8 inches below finished grade.
All piping shall be labeled per the Uniform Plumbing Code, latest edition.

D. Valves:

1. Regardless of size, all valves shall be tagged with a numbered brass tag, 1-1/2 inches by 3
inches minimum in size and 0.051 inch thick. A valve chart indicating valve tag number,
location, service, and normal position shall be mounted in a suitable framed and glassed cover
in the main mechanical room or as directed. Valve chart shall be duplicated in the
Maintenance and Operations Manual.
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3.6 TESTING:
A. Piping:

1. All plumbing piping (drainage and water) shall be tested in accordance with the requirements
of the Uniform Plumbing Code, latest edition. Other piping systems shall be tested
hydrostatically, to 1.5 times the operating pressure, but not less than 100 psi, for a minimum
period of two hours. If the test pressure falls more than 5 percent during the test period, the
leak shall be located, repaired, and the test repeated.

2. Piping shall be tested before insulation has been installed. Delicate control mechanisms shall
be removed during tests to prevent shock damage. The use of chemicals or compounds to stop
leaks shall not be permitted.

3. A test report shall be submitted for each piping system test. Test report forms are part of
Specifications Section 15200, or are available from the Engineer.

B. Systems:

1. All systems, including heating, ventilating, air conditioning, and plumbing systems, shall be
tested at the completion of the building to establish that the systems operate as specified and
required. Testing shall be performed after air and water balancing is completed.

2. All controls shall be calibrated accurately and all equipment shall be adjusted for satisfactory
operation. Excessive vibration or noise from any system shall be corrected.

3. The air conditioning system shall be tested for satisfactory operation when the outside air
temperature reaches 60 degrees F. or warmer. All other systems shall be tested at building
completion. All tests shall be performed in the presence of the Architect/Engineer or his
representative.

3.7 BALANCING:
A. Scope:

1. Prior to final acceptance by the Owners, all air systems shall be balanced to deliver the
quantities as specified or directed. The air balance shall be performed by an independent
agency specializing in testing, adjusting, and balancing, and is certified by the Testing,
Adjusting, and Balancing Bureau (TABB), and the National Environmental Balancing Bureau
(NEBB). Total system balance shall be in accordance with TABB.

2. Approved balance contractors are Felts-House Engineering and Ro-Bar Technical Services.
All other contractors must receive prior approval from the Engineer, in writing, before bidding
the project.

3. The Mechanical Contractor shall provide assistance to the Balancing Contractor by identifying
all installed mechanical systems and assisting access to all installed mechanical systems. All
mechanical systems shall be completely operational and functional prior to the Balancing
Contractor performing his specified work.
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B. Air Balancing:

1. Balancing of the air system shall consist of:

a.

Adjust all air volumes, including outside air, to the quantities shown, with allowable
variation of plus 10, minus 10 percent.

Record all system, outside air, zone, diffuser, grille, and register C.F.M. Use volume
control devices to regulate air quantities only to the extent that adjustments do not create
objectionable air motion or sound levels.

Test and record all system static pressures, inlet and discharge, on all packaged units, fans,
and terminal units. Vary total system air quantities by adjustment of fan speeds. Provide
drive changes as necessary. Vary branch air quantities by damper regulation.

Test and record motor full load amps and nameplate amps.
Test and record entering and leaving temperatures at all coils.

Adjust all automatically operated dampers, in cooperation with the Control Contractor, to
the required settings. Adjust outside air automatic dampers, outside air, return air, and
exhaust dampers for design conditions within specified tolerances. Where modulating
dampers or economizers are provided, take measurements at full return air, minimum
outside air, and 100 percent outside air mode of operation.

Adjust diffusers and grilles for proper deflection, throw, and coverage. Eliminate drafts
and excessive noise where possible.

Mark final positions of all balance dampers with a red felt pen.
Air systems shall be balanced in accordance with standard procedures and recognized

practices of the Associated Air Balance Council, and the Testing, adjusting, and Balancing
Bureau.

C. Quality Assurance:

1. The Balancing Contractor shall demonstrate to the Engineer of record, flow verification for at
least 10% of the balanced devices as selected by the Engineer. If more than 25% of the tested
devices do not meet the designed or balance report, then the entire system balance must be
rebalanced.

D. Balance Reports:

1. Submit four copies of the air system balance report to the Architect/Engineer for evaluation
and approval. Reports shall be on TABB/SMACNA forms that indicate information
addressing each of the testing methods, readings, and adjustments.

3.8 CLEANING AND ADJUSTING:

A. Thoroughly clean all parts of the system at the completion of the work. Flush all water circulating
systems with fresh water and then drain. Clean all strainers and refill system. Install new, clean
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air filters in all systems. Adjust all devices for proper operation and lubricate all equipment as
required. Repaint any painted surface that has been damaged.

B. All potable water systems shall be flushed and disinfected after tests are completed. Disinfection
shall be in accordance with local municipal and State Plumbing Inspector's criteria. In lieu of such
criteria, the following procedure shall be followed for disinfection:

1. Completely flush system. Add alkali or acid (hydrochloric) to bring water ph level to
between 7.4 and 7.6.

2. Inject chlorine (liquid, powder, tablet, or gas) throughout the system to obtain 50 to 80
mg/L residual.

3. Bleed water from outlets to ensure distribution, and test for residual at a minimum of 15
percent of the outlets.

4. Maintain disinfection in system for 24 hours.
5. If final disinfectant residual tests less than 25 mg/L, repeat treatment.

6. Flush disinfectant from system until residual is equal to that of incoming water, or 1.0

mg/L.

7. Take samples no sooner than 24 hours after flushing, from 10 percent of the outlets and
the incoming water.

3.9 PROJECT CLOSEOUT:

A. Operations & Maintenance Manual:
The Contractor shall provide an operations and maintenance manual at least thirty days prior to

completion of work. The manual shall be of the three ring binder type, entitled "Operations and
Maintenance Manual", with the job name and year of completion also included. The manual shall

include, as a minimum:

1. Maintenance instructions for all equipment, including lubrication requirements.

2. Equipment suppliers names, addresses, and telephone numbers.

3. Equipment catalog cuts, ratings tables, model numbers, serial numbers, and accessories.
4. Parts numbers for all replaceable parts.

5. Air and/or water systems balance report as hereinbefore specified.

6. Control diagram or drawing and operation sequence.

7. Valve tagging chart as hereinbefore specified.

8. Filter chart listing unit callout, size of filters, and quantity of filters.
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9. Guarantee letter as specified below.

10. Any additional information required to enable the Owner to properly maintain the building
mechanical system.

11. After approval of the Operations and Maintenance Manual by the Architect/Engineer, the
Contractor shall furnish two copies of the manual to the Owner.

B. Mechanical System Training Period:

1. After the mechanical system is completely installed and operational, the mechanical contractor
shall provide a minimum of two hours training and instruction time for the building Owner or
his representative. During this period, the contractor shall instruct the Owner in the operation
and maintenance of all parts of the mechanical system, using the O & M manual where
applicable. The contractor shall provide a copy of the Project Owner Mechanical Systems
Training Form (attached to this specification), with proper signatures, to the Engineer prior to
substantial completion and insure that a copy is inserted into the project O & M manuals.

C. As-Built-Drawings:

1. Provide two sets of blue-line mechanical drawings showing the work as it was actually
installed. The drawings shall indicate all departures from the contract drawings, and shall
locate all underground utility lines with dimensions from established building lines. Make all
notations neat and legible, with red indelible pencil. At the completion of the work, these as-
built drawings shall be signed and dated by the Mechanical Contractor, and returned to the
Architect/Engineer.

D. Guarantee:

1. All work furnished under this section shall be guaranteed in writing to be free from defective
work or materials for a period of one year after acceptance of the contract. All repairs or
replacements because of defective materials or workmanship or noncompliance with code
shall be provided without additional cost to the Owner. Contractor shall furnish a letter
indicating above guarantee with space for date of acceptance and expiration of guarantee.
Letter shall be included in O & M Manual.

END OF SECTION 15100
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SECTION 15150 - MECHANICAL START-UP

PART 1 - GENERAL

1.1 SCOPE:
A. General:

1. The purpose of the mechanical start-up is to provide the owner of the facility with a high
level of assurance that the mechanical system has been installed and operates per the
requirements of the mechanical construction plans and specifications. The Mechanical
General Provisions, Section 15100, is to be included as a part of this section of the
specifications.

B. Pre-start and Start-up checklist:

1. The contractor shall be responsible for the completion of pre-start and start-up checklist
forms. These forms can usually be obtained from the equipment manufacturer. If the forms
can not be obtained from the manufacturer, forms may be obtained from the Engineer.

2. After completion of pre-start and start-up checklists, the contractor shall provide a copy of the
pre-start and start-up checklist to the engineer for review and approval prior to substantial
completion.

PART 2 — START-UP PROCESS

2.1 RESPONSIBILITIES

A. Mechanical Contractor:

1. Coordinate with other trades involved in the installation of mechanical equipment to complete
the requirements of mechanical start-up specifications.

2. Complete the pre-start and start-up checklist forms obtained from the equipment manufacturer
or the Engineer.

3. Notify the mechanical engineer of tests to be witnessed. Contractor shall give the engineer a
minimum of 48 hours notice prior to test.

B. Engineer:

1. Review the completed pre-start and start-up check lists provided by the mechanical
contractor.

2. At final inspection, spot check items on the pre-start and start-up checklist forms to insure
that they have been completed.

2.2 EQUIPMENT PRE-START
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A. Before starting any equipment or system, complete the system pre-start checklist forms. As part of
the pre-start process, the following items shall be completed as applicable:

1. Piping systems shall be pressure tested as specified, found to be tight, with reports submitted.

2. Piping systems shall be flushed and cleaned as specified, all required reports submitted, and
the system shall be filled or charged per plans.

3. Air system cleaning is complete and final filters shall be installed.

4.  Vibration isolation and seismic restraints shall be installed per plans and specifications.
5. Equipment drives shall be aligned. |

6. Electrical services shall be installed and checked.

7. Control points checkouts shall be completed.

8. Safety controls shall be installed and operation checked.

9. Manufacturer’s representatives have carried out major equipment start-up, and all checks
shall be documented on the relevant checklists as they are carried out.

10. Equipment has been thoroughly cleaned (interior and exterior of units), of construction
debris.

11. Deficiencies or incomplete work shall be corrected and pre-start shall be repeated until the
installation is ready for operation.

2.3 EQUIPMENT START-UP

A. After the pre-start up process described in Section 2.2, complete the system start-up checklist and
document findings with forms provided. As part of the Start-up process, the following items shall
be completed as applicable:

1. Air systems balanced as specified in plans and specifications.

2. Problems revealed during balancing of air systems shall be corrected.

3. Ensure final adjustments to vibration isolation and seismic restraints are carried out per the
manufacturer’s requirements.

B. Deficiencies or incomplete work shall be corrected, and the startup shall be repeated until correct
installation and function has been confirmed and the installation is ready for engineer verification.

2.4 TRAINING AND INSTRUCTION

A. Once the substantial completion has been approved, the mechanical contractor shall provide the
Owner and engineer with a training schedule for operation of the mechanical equipment and
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systems and their controls as listed in the specifications and plans. Reference Section 15100
Mechanical General Provisions, “Project Closeout” of these specifications.

PART 3 — EXECUTION

A. The following systems and equipment shall be completed under the mechanical start-up plan as
described above and documented with equipment pre-start and start-up forms provided.

1. Energy Recovery Ventilator

B. Pre-start and start-up forms are to be provided to the engineer for final approval before substantial
completion.

C. Approved forms shall be included in the operations and maintenance manual.

END OF SECTION 15150
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SECTION 15200 - PLUMBING

PART 1 - GENERAL

1.1 SCOPE:

A. This section covers the work necessary for the plumbing system, complete. The Mechanical
General Provisions, Section 15100, are to be included as a part of this section of the
specifications.

1.2 CODES:

A. The plumbing system shall be installed in accordance with the Uniform Plumbing Code, latest
edition, International Fuel Gas Code, latest edition; and all local and State Codes.

1.3 FIXTURES & EQUIPMENT:

A. General:

1. Plumbing fixtures and equipment shall be as listed on the drawings. In addition to those
specifically listed, the following manufacturers are approved for bidding only, with final
approval for installation based on submittal data furnished:

a.

€.

f.

Fixtures, faucets, valves, and trim: American Standard, Kohler, Eljer, Elkay,

Guardian, Just, Halsey-Taylor, Oasis, Haws, Crane, Acorn, Acorn Aqua, Acorn

Safety, Willoughby, Bradley, Zurn, Intersan, Mansfield , Toto, Symmons,

Leonard, Powers, Chicago, EBC, Delta, Moen, Geberit, T&S, Dearborn Brass,

Brasscraft, Bemis, Church, Comfort Seats, & Beneke, Stern Williams.

1. Tank type water closets- American Standard, Kohler, Eljer, Mansfield, Toto,
& Zurn.

2. Flush valve type water closets- American Standard, Kohler, Eljer, Mansfield,
Toto, Zurn, Acorn, Willoughby, & Briggs.

Flush Valves: Sloan, Delany, and Zurn. Moen ( sensor-operated only ).

Carriers and Drainage Products: Jay R. Smith, Josam (Blucher-Josam), Zurn,
Wade, and MIFAB.

Water Heaters: Rheem, A.O. Smith, PVI, State, Bradford-White, and American.
Backflow Preventers: Watts and Conbraco.

All other manufacturers require prior approval.

2. Plumbing Fixture Standards:

All plumbing fixtures shall meet or exceed the following standards:

a.

b.

PLUMBING

ANSI A112.6.1 - Supports for Off-the Floor Plumbing Fixtures for Public Use.
ANSI A112.18.1 - Finished and Rough Brass Plumbing Fixture Fittings.
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X.

ANSI A112.19.1 - Enameled Cast Iron Plumbing Fixtures.

ANSI A112.19.2 - Vitreous China Plumbing Fixtures.

ANSI A112.19.3 - Stainless Steel Plumbing Fixtures (Designed for Residential Use).
ANSI A112.19.4 - Porcelain Enameled Formed Steel Plumbing Fixtures.

ANSI A112.19.5 - Trim for Water-Closet Bowls, Tanks, and Urinals.

ANSI Z124.1 - Gel-Coated Glass-Fiber Reinforced Polyester Resin Bathtub Units.

ANSI Z124.2 - Gel-Coated Glass-Fiber Reinforced Polyester Resin Shower Receptor
and Shower Stall Units.

ANSI 7Z358.1 - Emergency Eye Wash and Shower Equipment.

ARI 1010 - Drinking Fountains and Self-Contained Mechanically Refrigerated Drinking
Water Coolers.

AWSI/ASSE 1001 — Atmospheric Vacuum Breaker

ANSI/ASSE 1012 - Backflow Preventers with Immediate Atmospheric Vent.
ANSI/ASSE 1011 - Hose Connection Vacuum Breakers.

ANSI/ASSE 1013 - Backflow Preventers, Reduced Pressure Principle.
ANSI/ASSE 1015 — Backflow Preventers, Double Check Principle

ANSI/ASSE 1019 - Wall Hydrants, Frost Proof Automatic Draining Anti-Backflow
Types.

AWSI/ASSE 1020 — Pressure Vacuum Breaker
AWSI/ASSE — 1-52 — Hose Connection, Double Check
ANSI A112.21.1 - Floor Drains.

ANSI A112.21.2 - Roof Drains.

ANSI A112.26.1 - Water Hammer Arresters.

PDI WH-201 - Water Hammer Arresters.

ANSI/TAWWA C606 — Grooved and Shouldered Joints

PART 2 - PRODUCTS

2.1 PLUMBING FIXTURES & TRIM:

PLUMBING
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A. All plumbing fixtures shall be provided complete with all required trim for a complete and
operational system. All exposed trim shall be chrome plated. All piping penetrations through
finished walls shall be provided with chrome escutcheons. All plumbing fixtures shall be caulked
and sealed to surrounding surfaces. All sink traps shall be provided with a cleanout plug in the
bottom of the trap. Interior exposed pipe, valves, and fixture trim, including trim behind all
casework doors, shall be chrome plated. All fixture stop valves shall be quarter-turn brass ball

type.
2.2 PIPING AND FITTINGS:

A. General:

1. Underground sanitary sewer and storm drain lines shall be installed at 1/4" per foot slope,
unless otherwise indicated. If such slope is not possible due to existing inverts, approval shall
be obtained from the Architect/Engineer and the authority having jurisdiction before any
piping is installed at a lesser slope.

2. Connections between piping of dissimilar materials shall be made with dielectric waterway
fittings or unions.

3. Provide standard manufactured water hammer arresters at all flush valves. Size and locate
per manufacturers recommendations. Provide access panels for access to all water hammer
arresters.

B. Domestic Hot and Cold Water:

1. Piping inside building above slab or above grade in crawl space shall be ASTM B88, Type
"L", hard drawn copper. Fittings shall be ANSI/ASME B16.23 cast brass, or ANSI/ASME
B16.29 wrought copper. Joints shall be ANSI/ASTM B32 solder, Grade 95-5, lead free.

C. Sanitary Sewer and Vent:

1. Piping shall be cast iron CISPI 301, ASTM A888 hubless, with cast iron fittings. Joints shall
be neoprene gaskets and stainless steel clamp-and-shield assemblies. Pipe and fittings shall
be marked with the collective trademark of the Cast Iron Soil Pipe Institute.

2. All 90 degree waste line elbows shall be formed with 45 degree fittings. No single piece 90
degree fitting/elbow will be allowed.

3. All exposed vent piping located in occupied areas or rooms, is to be cast iron with cast iron
fittings.

D. Hanger and Supports:
1. Pipe hangers shall be provided to adequately support all piping systems. Hangers shall be
vertically adjustable to provide for proper pitch and drainage. Hangers shall allow for
expansion and contraction of the piping system. Reference “General Regulations” of the

latest edition of the Uniform Plumbing Code.

2. Hangers for pipe sizes 1/2 to 6 inches shall be adjustable clevis type, or unistrut saddles with
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all-thread hanger rod.

3. Hangers for hot pipe, sizes 6 inches and over shall be adjustable steel yoke, cast iron roll,
double hanger type.

4. Vertical pipes shall be supported with steel riser clamps. Spacing interval requirements per
“General Regulations™ of the latest edition of the Uniform Plumbing Code.

5. All insulated piping shall be provided with minimum 18 gauge galvanized insulation shields,
12 inches long, and oversized hangers. Pipe sizes 2 inches and over shall also be provided
with 12 inch long calcium silicate insulating blocks between the piping and the galvanized
insulation shield.

a. Alternate: Insulated pipe support inserts may be provided at hanger, support, and guide
locations on piping requiring insulation. The insert should consist of either Hydrous
Calcium Silicate or Polyisocyanurate Foam insulation (Urethane) encircling the entire
circumference of the pipe with a 360 deg. PVC (1.524 mm thick) or galvanized steel
jacket and installed during the installation of the piping system. These insulated pipe
support inserts shall be provided by the Mechanical Contractor and installed by the same
during pipe support installation.

6. Hanger rod sizing and spacing for pipe shall be as follows:

Pipe Size Minimum Maximum
Rod Diameter Spacing
To 1-1/4 inches 3/8 inch 6.5 feet
To 2 inches 3/8 inch 10 feet
To 3 inches 1/2 inch 10 feet
Cast Iron No-Hub 5/8 inch 5 feet and
at joints

7. Provide hangers within 12 inches of each horizontal elbow.
8. Provide hangers with minimum 1-1/2 inches vertical adjustment.
2.3 INSULATION:
A. General:

1. All insulation shall have composite fire and smoke hazard ratings, as tested by ASTM E-84,
NFPA 255, and UL 723, not exceeding:

Flame Spread 25
Smoke Developed 50
B. Piping:

1. All domestic hot and cold water lines shall be insulated with preformed insulation.

a. Fiberglass insulation with a vapor barrier jacket. Insulation shall have a conductivity not
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exceeding 0.28 Btu-inch/hour-sq. ft.-degrees F. Laps and butt joints shall be sealed with
pressure sensitive joint sealing tape of the same finish as the insulation jacket to provide
a continuous vapor seal. Fittings and valves shall be insulated with PVC fitting covers
and fiberglass insulation inserts, or with hydraulic setting insulating cement and four
ounce canvass jacket with vapor barrier adhesive.

Insulation thicknesses shall be as follows:

System Pipe Sizes

2" and above

Domestic Cold Water 157
Domestic Hot Water & Recirc. 1"

2. Insulation shall be installed in strict accordance with manufacturer’s instructions.
3. [Insulation shall be continuous through penetrations.
4. All insulation shall be installed in a neat and workmanlike manner.

24 VALVES & STRAINERS:

A. Gate Valves:

1. Valves 2-inches and smaller shall be cast bronze body, ASTM B-62, rising stem, 200 psi
WOG. Stems shall be dezincification-resistant silicon bronze, ASTM B-371, or low-zinc
alloy, ASTM B-99. If unable to use a rising stem valve due to inadequate clearance, use non-
rising stem gate valve. Valves shall comply with MSS SF-80. Valves over 2-inches shall be
iron body, bronze trim, rising stem and handwheel, flanged ends. Valves shall comply with
MSS SP-70.

B. Globe Valves:

1. Valves 2-inches and smaller shall be cast bronze body, ASTM B-62, renewable composition
disc, 200 psi WOG, ASTM B-62, rising stem and handwheel. Stems shall be of
dezincification-resistant silicon bronze, ASTM B-371, or low-zinc alloy, ASTM B-99.
Valves over 2-inches shall be iron body, bronze trim, rising stem and handwheel, plug type
disc, flanged ends. Valves shall comply with MSS SP-85.

C. Ball Valves:

1. Valves 2-inches and smaller shall be cast brass body, chrome-plated brass ball, teflon seats,
and lever handle, 600 psi CWP. Valves shall comply with MSS SP-110. Valves over 2-
inches shall be ductile iron or cast steel body, chrome plated steel ball, teflon seats, and lever
handle. Victaulic series 726 or Anvil Gruvlok ball valves are acceptable if grooved piping is
used.

PART 3 - EXECUTION

3.1 WORKMANSHIP:
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A. General:

1.

Install all piping, fixtures, equipment, and accessories as shown, and in strict accordance with
the plumbing laws, rules, and regulations of the State and/or City. All work shall be done in
a neat and orderly fashion, and left in a condition satisfactory to the Architect/Engineer.

B. Piping:

1.

All piping shall be run parallel or perpendicular to established building lines. Install piping
so as to allow for expansion. Waste and vent piping occurring above floor slab shall be
installed true and plumb. Extend vents at least 1 foot above roof, and provide watertight
flashing sleeves. Excavation and backfill shall be in accordance with Section 15100 of these
specifications.

C. Fixtures:

1.

3.2 TESTS:

Install fixtures true and plumb with building walls. Caulk all plumbing fixtures at joints
along walls, countertops, and other intersecting surfaces. Locate fixtures as shown and per
manufacturer's instructions. Furnish all required trim for fixtures to provide a complete and
workable installation.

A. General:

1.

PLUMBING

All piping, fixtures, and equipment shall be inspected and approved before concealing or
covering. All work shall be tested as required by Section 15100 of these specifications, and
shall be leakproof before inspection is requested. All tests shall be repeated if required by
those making the inspection.

All potable water systems shall be flushed and disinfected in accordance with Section 15100
of these specifications. Following disinfection, system shall be flushed and water sampled to
show compliance with requirements of public health authority having jurisdiction. If tested
water does not meet requirements, disinfecting shall be repeated until water quality meets
requirements.

Grooved ends shall be clean and free from indentations, projections, and roll marks in the
area from pipe end to groove. Gasket shall be molded and produced by Victaulic Company,
or equal. Verify gasket grade is suitable for the intended service. The grooved coupling
manufacturer’s factory trained representative shall provide on-site training for contractor’s
field personnel the use of grooving tools, application of groove, and installation of grooved
end products.

a. All grooved joint couplings, fittings, valves and specialties shall be the products of
Victaulic Company, or equal.

Install the grooved piping in accordance with the latest recommendations as published by the
manufacturer. Pipe shall be square cut, +/-0.30”, properly deburred and cleaned. Mark pipe
ends at the required location using a gauge supplied by the manufacturer to ensure full
insertion into the coupling or fitting during assembly. Use a manufacturer’s tool with the
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proper sized jaw for pressing.
B. Fixtures and Equipment:
1. Fill all plumbing fixtures with water and check for leaks or retarded flow. Repair as

required. Adjust each piece of plumbing equipment as required to insure proper functioning.
Leave all fixtures and equipment in first class operating condition.
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MUSGROVE ENGINEERING
410 South Orchard
Suite 184
Boise, Idaho 83705

E-mail: musgrove@musgrovepa.com

Fax: Phone:

(208) 384-0765 (208) 384-0585
PIPING SYSTEM TEST REPORT

STRUCTURE/BUILDING: TEST NUMBER:

LOCATION: CONTRACT NO.

DESCRIPTION OF SYSTEM/PIPING BEING TESTED:

Description of Test Performed Test Pressure Test Duration Pass/Fail
Hydrostatic: PS.L

Inert Gas: P.S.I

Compressed Air: PS.L

Other (describe below): P.S.L

NAME AND TITLE OF PERSON IN CHARGE OF PERFORMING TEST’S FOR CONTRACTOR:

Name: Title:

Signature:

I hereby certify that the above described system has been tested as indicated above and found to be
entirely satisfactory as required in the contract specifications.

Signature of Inspector: Date:

REMARKS:

END OF SECTION 15200
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SECTION 15300 - HEATING, VENTILATING, AND AIR CONDITIONING

PART 1 - GENERAL

1.1 SCOPE

A. This section covers the work necessary for the heating, ventilating, and air conditioning system,
complete. The Mechanical General Provisions, Section 15100, is to be included as a part of this
section of the specifications.

1.2 CODES & STANDARDS

A. The heating, ventilating, and air conditioning system shall be installed in accordance with the latest
edition of the following codes and standards:

1. International Mechanical Code (IMC)

2. International Building Code (IBC)

3. American Society of Heating, Refrigeration, and Air Conditioning Engineers (ASHRAE)
4. National Fire Protection Association (NFPA)

5. Sheet Metal and Air Conditioning Contractors National Association, Inc. (SMACNA)

PART 2 - PRODUCTS

2.1 AIR HANDLING UNITS AND APPURTENANCES

A. Energy Recovery Ventilator (plate type)
1. Description:
a. Unit shall be a belt driven energy recovery ventilator.
b. Packaged heat recovery ventilator with a factory installed flat plate heat exchanger.
2. Certifications:
a. Unit shall be constructed in accordance with CSA C22.2 and UL 1812 and shall carry the
ETL and (C)ETL label of approval. Unit shall bear the AMCA certified ratings seal for

air performance.

b. Insulation shall comply with NFPA 90A requirements for flame spread and smoke
generation.

3. Construction:

a. Packaged heat recovery ventilator consisting of a flat plate heat exchanger, ventilation air
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fan, exhaust air fan, necessary dampers, temperature sensors and controls. The unit shall
include an aluminum or polypropylene heat exchanger with no moving parts for sensible
heat transfer. Cabinet shall be constructed of 20 gauge G90 galvanized steel with 12
gauge galvanized frame. Cabinet shall be insulated throughout with a minimum 17
(25mm) foil faced fire retardant material. Access to all components that require
servicing shall be provided though sealed and easily removable access panels. Flat plate
heat exchanger sections shall be easily removable from the unit to allow for cleaning and
maintenance.

4. Blowers:
a. Fan ratings shall be based on tests made in accordance with AMCA Standard 210.

b. Blowers must be selected to operate on a stable, efficient part of the fan curve when
delivering air quantities scheduled against static of the system.

c. Fan blades shall be statically and dynamically balanced and tested prior to shipment.
d. Fan shall be provided with internal vibration isolation mounts.

e. Fan discharge shall be as noted on the plans.

=

Fans shall have sealed ball bearings with L10 life expectancy.
5. Motors:
a. Motors shall be continuous duty, permanently lubricated and matched to the fan loads.

b. Motors shall meet new EPAC regulations for efficiency and shall have inverter spike
resistance wire for protection (where applicable).

6. Flat Plate Heat Exchanger:

a. Rugged polypropylene flat plate heat exchanger designed for general purpose or
corrosive applications and shall meet UL 94 HB flame spread test.

b. Energy recovery performance for component shall be rated in accordance with ARI
Standard 1060-2000 and certified to ARL

7. Dampers:
a. Unit shall include a non-insulated, motorized (low leak) supply damper.
b. Unit shall include a non-insulated, motorized (low leak) exhaust damper.
8. Controls and Electrical:

a. All service connectors shall be quick disconnect type.
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b. Unit circuitry shall allow the following operational characteristics:
1. dry contacts for occupancy control
2. selection of low or high speeds
3. 24CAC contacts (30VA) for external components
4. unoccupied recirc contacts

c. Unit shall come equipped with a Nema 4 non-fused disconnect with single power point
connection.

d. All controls shall be factory mounted and wired, requiring only field installation of
remote sensing devices and wiring to unit mounted terminal strips.

9. Defrost:

a. See equipment schedule on plans for specific requirements.
10. Manufacturer, Capacity & Accessories:

a. See equipment schedule on plans for specific requirements.

2.2 AIR DISTRIBUTION

A. Ductwork:

1. Low pressure ductwork shall be fabricated from galvanized sheet metal, unless otherwise
indicated. Construction requirements shall be in accordance with SMACNA - Low Pressure
Duct Construction Standards, latest edition. All sheet metal ductwork shall be sealed with
McGill United Sheet Duct Sealer or equal, in accordance with the International Energy
Compliance Code, latest edition. Low pressure ductwork shall be constructed to the following
SMACNA static pressure standards:

a. Supply air ductwork =2" W.G.
b. Return, Exhaust, Outside Air Intake ductwork = 1" W.G.

2. Low pressure ductwork which is exposed or located in mechanical rooms shall be fabricated
from galvanized sheet metal. Construction requirements shall be in accordance with SMACNA
Low Pressure Duct Construction Standards, latest edition.

B. Duct Accessories:

1. Turning vanes shall be installed in all rectangular or square elbows. Vanes shall be installed in
vane side rails. Vanes shall be single wall vanes, and be fabricated and installed per SMACNA
standards.

2. Volume dampers shall be fabricated from galvanized steel in accordance with SMACNA
standards. Dampers shall have a continuous galvanized steel shaft, with damper regulators and
end bearings. Dampers located above inaccessible ceilings (hard ceilings) shall be furnished
with concealed ceiling damper regulators. Dampers shall be pressure rated equal to the design
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duct pressure rating.

3. Flexible connections shall be provided at all rotating fan equipment. Connectors shall be of fire,
water, and weather resistant material.

C. Diffusers, Registers, Louvers, Grilles, Weathercaps:
1. See Drawings for requirement.
2.3 INSULATION
A. General:

1. All insulation shall have composite fire and smoke hazard ratings, as tested by ASTM E-84,
NFPA 255, and UL 723, not exceeding:

Flame Spread 25
Smoke Developed 50

B. Ductwork - Internal Insulation:

1. Insulation shall be flexible fiberglass duct liner. Liner shall be attached with 100% coverage of
manufacturers recommended adhesive and welded or mechanically fastened galvanized steel
pins. All exposed edges of liner shall be coated with adhesive. Duct dimensions shown are net
air side face-to-face of duct liner. The following ducts shall be internally insulated:

Supply and Return ducts within 15'-0" of air handler
Supply and Return ducts in mechanical rooms
Ducts as indicated on plans

Outside air intake ducts

o o

2. Insulation thickness & "R" values shall be as follows:

a. R-5 (1%2" thick) — ducts located in unconditioned spaces (such as above ceiling, but below
roof insulation, or buried ductwork)
b. R-8 (2" thick) — ducts located outside of the building's insulation envelope (such as above

the roof).

2.4 VIBRATION ISOLATION

A. General:

1. All rotating equipment and appurtenances connected to rotating equipment shall be vibration
isolated from the supporting structure. No metal to metal contact will be permitted between
fixed and floating parts. All metal isolators exposed to weather shall be hot dipped galvanized
after fabrication. Piping connected to rotating equipment shall be hung with spring hangers for
first 50 pipe diameters.

B. Spring Hangers:
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1. Vibration hanger shall contain a spring and double deflection neoprene element in series.
Spring shall have a diameter not less than 0.8 of compressed operating spring height. Spring
shall have a minimum additional spring travel of 50 percent between design height and solid
height. Spring shall permit a 15 degree angular misalignment without rubbing on hanger box.

2.5 SEISMIC SUPPORTS

A. All equipment, ductwork, and piping shall be seismically supported as required by the International
Building Code, latest edition. Support details shall be as indicated on the Drawings.

2.6  CONTROL SYSTEM

A. General:

1. The Mechanical Contractor shall be responsible for a complete and operable control system,
including equipment, installation, and accessories required to perform the required control
functions. All control conduit and wiring shall be furnished by the Electrical Contractor.
Thermostats, sub-base switches, remote control devices, etc., shall be supplied by the
Mechanical Contractor and installed and connected by the Mechanical Contractor. The
Mechanical Contractor shall furnish the Electrical Contractor with wiring diagrams for all
mechanical equipment and controls.

2. The control system shall be basically electric, with supplementary electronic devices as
required.

B. Control Equipment and Accessories:
1. Equipment Control Schematics.

PART 3 - EXECUTION

3.1 WORKMANSHIP

A. General:

1. Install all materials and equipment as shown and in strict accordance with the applicable codes
for the State and/or city. Plans do not attempt to show exact details of all piping and ductwork,
and no extra payment will be allowed for offsets required due to obstructions by other trades.
All work shall be done in a neat and orderly fashion and left in a condition satisfactory to the
Architect/Engineer.

2. All piping shall be run parallel or perpendicular to established building lines. Install piping so
as to allow for expansion. Install all valves with stems horizontal or above. Install air vents at
all high points. Provide all piping which passes through walls, floors, or ceilings with standard
weight pipe sleeves.

B. Insulation:
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1. All piping insulation shall be applied over clean, dry surfaces after system has been pressure
tested and any leaks corrected. Finished appearance of all insulation shall be smooth and
continuous. Provide coat of insulating cement where needed to obtain this result.

2. Flexible duct insulation shall be secured to duct surface with 4-inch wide bands of adhesive
applied on maximum 18-inch centers. Additional galvanized tie-wire support shall be furnished
as required and recommended by the insulation manufacturer.

C. Diffusers, Registers and Grilles:

1. All diffusers, grilles, and registers shall be installed tight on their respective mounting surfaces
and shall be accurately centered on ceiling tile, recesses, windows, or doors.

D. Ductwork:

1. All sheet metal work shall be done by qualified, experienced mechanics in accordance with the
requirements of ASHRAE and the latest edition of the applicable SMACNA Manual. All
ductwork shall be installed in a neat and orderly manner, and shall be adequately supported to
prevent vibration or sagging. All sheet metal ductwork shall be sealed with United-Sheet Metal
Duct Sealer or equal.

END OF SECTION 15300
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SECTION 16010 - ELECTRICAL GENERAL PROVISIONS

PART 1 - GENERAL

1.1

1.2

1.3

1.4

CONDITIONS AND REQUIREMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions and
Division 1 Specification Sections, apply to this Section.

Provisions of this Section shall apply to all Sections of Division 16.

SCOPE OF WORK

Furnish and install all materials and equipment and provide all labor required and necessary to complete the
work shown on the drawings and/or specified in all Sections of Division 16 and all other work and
miscellaneous items, not specifically mentioned, but reasonably inferred for a complete installation, including
all accessories required for testing the system. It is the intent of the drawings and specifications that all systems
be complete and ready for operation.

CODE COMPLIANCE

All work and materials shall comply with the latest rules, codes and regulations, including, but not limited to,
the following:

Occupational Safety and Health Act Standards (OSHA)
NFPA #70 — National Electric Code (NEC)

ADA Standards — Americans with Disabilities Act
ANSI/IEEE C-2 — National Electrical Safety Code
NECA - Standard of Installation

International Building Code

International Fire Code

International Energy Conservation Code

. NFPA #72 — Fire Code

0. NFPA #101 — Life Safety Code

1. All other applicable Federal, State and local laws and regulations.

SISO PNO U AL N~

Work to be executed and inspected in accordance with local codes and ordinances. Permits, fees or charges for
inspection or other services shall be paid for by the contractor. Local codes and ordinances are to be
considered as minimum requirements and must be properly executed without expense to the owner; but do not
relieve the contractor from work shown that exceeds minimum requirements.

CONDITIONS AT SITE
Visit to site is recommended of all bidders prior to submission of bid. All will be held to have familiarized
themselves with all discernible conditions and no extra payment will be allowed for work required because of

these conditions, whether specifically mentioned or not.

Lines of other service that are damaged as a result of this work shall be promptly repaired at no expense to the
owner to the complete satisfaction of the owner.

ELECTRICAL GENERAL PROVISIONS 16010 - 1



1.5 DRAWINGS AND SPECIFICATIONS

A. All drawings and all specifications shall be considered as a whole and work of this Division shown anywhere
therein shall be furnished under this Division.

B. Drawings are diagrammatic and indicate the general arrangement of equipment and wiring. Most direct
routing of conduits and wiring is not assured. Exact requirements shall be governed by architectural, structural
and mechanical conditions of the job. Consult all other drawings in preparation of the bid. Extra lengths of
wiring or addition of pull or junction boxes, etc., necessitated by such conditions shall be included in the bid.
Check all information and report any apparent discrepancies before submitting bid.

C. Change to location, type, function, brand name, finish, etc., shall not be made without permission of owner.

D. Some equipment is specifically designated on the drawings. It is not the intent to sole source any item unless
explicitly stated. Items have been specified based upon design requirements. All bidders are encouraged to
submit products for approval. Prior approval must be obtained as required by these contract documents. Bids
submitted with non-approved items will be considered invalid and bid will be forfeit. Submittals received by
the engineer after award of contract on non-approved equipment will not be reviewed nor will they be returned.

1.6 SAFETY AND INDEMNITY

A. Safety: The contractor shall be solely and completely responsible for conditions of the job site, including safety
of all persons and property during performance of the work. This requirement will apply continuously and not
be limited to normal working hours.

B. No act, service, drawing review or construction review by the owner is intended to include review of the
adequacy of the contractor’s safety measures in, on, or near the construction site.

1.7 CONSTRUCTION OBSERVATION BY THE OWNER

A. Prior to covering: any major portion of the materials installed under this section, notify the owner so that an
observation can be made. Notification shall be made at least three (3) working days in advance of the date the
items will be covered.

1.8 INSTRUCTION OF OWNER’S PERSONNEL

A. The contractor shall conduct an on-site instructional tour of the entire project. The personnel designated by the
owner shall be instructed in: operation of all electrical systems, trouble-shooting procedures, preventative
maintenance procedures, uses of Operation and Maintenance manuals, relamping and cleaning of lighting
fixtures and operation of all special systems.

B. Contractor will include in his bid 8 hours of instruction time to be held at the project location after substantial
completion for instruction of owner’s personnel. Coordinate time and number of owner personnel to be
present and provide schedule to engineer.

1.9 PROJECT COMPLETION

A. Upon completion of all work and operational checks on all systems, the contractor shall request that a final
construction observation be performed.
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B.

1.10

A.

B.

The owner shall compile a punch list of items to be completed or corrected. The contractor shall notify the
owner upon completion of the items.

GUARANTEE

All work under this section shall be guaranteed in writing to be free of defective work, materials, or parts for a
period of one (1) year, except lamps, which shall be guaranteed for ninety (90) days after final acceptance of
the work under the contract.

Repair, revision or replacement of any and all defects, failure or inoperativeness shall be done by the contractor
at no cost to the owner.

PART 2 - PRODUCTS

2.1

A.

B.

2.2

A.

23

A.

24

A.

2.5

A.

B.

MATERIAL APPROVAL

The design, manufacturer and testing of electrical equipment and materials shall conform to or exceed latest
applicable NEMA, IEEE or ANSI standards.

All materials must be new and UL listed. Materials that are not covered by UL testing standards shall be tested
and approved by an independent testing laboratory or a governmental agency, which laboratory shall be
acceptable to the owner and code enforcing agency.

SHOP DRAWINGS AND MATERIALS LIST

Submit shop drawings and materials lists as specified for review. Seven (7) copies of submittals shall be
presented to the owner.

OPERATION AND MAINTENANCE MANUALS

Submit four (4) sets of Operation and Maintenance Manuals of equipment to owner.

RECORD DRAWINGS

Submit record drawings to owner.

PRODUCT DELIVERY, STORAGE AND HANDLING
Deliver, store, and handle materials in a manner to prevent damage.

Protect equipment from weather and dampness.

PART 3 - EXECUTION

3.1

WORKMANSHIP AND CONTRACTOR’S QUALIFICATIONS
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3.2

33

34

3.5

Only quality workmanship will be accepted. Haphazard or poor installation practice will be cause for rejection
of work.

Provide experienced foreman with a minimum of three years experience working on this type of building
placed in charge of this work at all times.

COORDINATION

Coordinate work with other trades to avoid conflict and to provide correct rough-in and connection for
equipment furnished under trades that require electrical connections. Inform contractors of other trades of the
required access to and clearances around electrical equipment to maintain serviceability and code compliance.

Verify equipment dimensions and requirements with provisions specified under this Section. Check actual job
conditions before fabricating work. Report necessary changes in time to prevent needless work. Changes or
additions subject to additional compensation, which are made without the authorization of the owner, shall be
at contractor’s risk and expense.

MANUFACTURER’S INSTRUCTIONS

Where the specifications call for an installation to be made in accordance with manufacturer’s
recommendations, a copy of such recommendations shall at all times be kept in the job superintendent’s office
and shall be available to the owner.

Follow manufacturer’s instructions where they cover points not specifically indicated on drawings and

specifications. If they are in conflict with the drawings and specifications obtain clarification from the owner
before starting work.

QUALITY ASSURANCE

The contractor shall insure that all workmanship, all materials employed, all required equipment and the
manner and method of installation conforms to accepted construction and engineering practices, and that each
piece of equipment is in satisfactory working condition to satisfactorily perform its functional operation.
Provide quality assurance tests and operational check on all components of the electrical distribution system,
all lighting fixtures, and special systems.

CUTTING AND PATCHING

Perform all cutting and fittings required for work of this section in rough construction of the building.

All patching of finished construction of building shall be performed under the sections of specifications
covering these materials.

No joists, beams, girders or columns shall be cut by any contractor without obtaining written permission from
the owner.

END OF SECTION 16010
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SECTION 16120 - CONDUCTORS AND CABLES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and
Division 1 Specification Sections, apply to this Section.
1.2 SUMMARY

A. This Section includes building wires and cables and associated connectors, splices, and terminations for wiring
systems rated 600 V and less.

1.3 COORDINATION
A. Coordinate layout and installation of cables with other installations.
B. Revise locations and elevations from those indicated, as required to suit field conditions and as approved by the
owner.

PART 2 - PRODUCTS

2.1 BUILDING WIRES AND CABLES
A. Conductors: Stranded, copper, 600 volt insulation, type THHN/THWN.

B. Conductors, #2 AWG and smaller: stranded (no solid wire acceptable), copper, 600 volt insulation, type
THHN/THWN.

C. Color-code 208/120-V system secondary service, feeder, and branch-circuit conductors throughout the
secondary electrical system as follows:

1. Phase A: Black.
2. Phase B: Red.
3. Phase C: Blue.
4. Neutral: White.
5. Ground: Green.
1. Isolated ground: Green with yellow tracer.
D. Wire connectors and splices: units of size, ampacity rating, material, type and class suitable for service
indicated.

PART 3 - EXECUTION

3.1 GENERAL WIRING METHODS
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3.2

33

Examine raceways and building finishes to receive wires and cables for compliance with requirements for
installation tolerances and other conditions affecting performance of wires and cables. Do not proceed with
installation until unsatisfactory conditions have been corrected.

Use no wire smaller than #12 AWG for power and lighting circuits and no smaller than #14 AWG for control
wiring.

Use #10 AWG conductor for 20 Amp, 120 volt branch circuits longer than 75 feet, and for 20 Amp.
Place an equal number of conductors for each phase of a circuit in the same raceway or conduit.
Splice only in junction or outlet boxes.

Neatly train or lace wiring inside boxes, equipment, and panelboards.

Make conductor lengths for parallel circuits equal.

INSTALLATION

Install wires and cables as indicated, according to manufacturer's written instructions and NECA's "Standard of
Installation.”

Remove existing wires from raceway before pulling in new wires and cables.
Pull Conductors: Use manufacturer-approved pulling compound or lubricant where necessary; compound used
must not deteriorate conductor or insulation. Do not exceed manufacturer's recommended maximum pulling

tensions and sidewall pressure values.

Use pulling means, including fish tape, cable, rope, and basket weave wire/cable grips that will not damage
cables or raceway.

Install exposed cables, parallel and perpendicular to surfaces of exposed structural members, and follow
surface contours where possible.

Support cables above accessible ceilings; do not rest on ceiling tiles. Do not fasten cables to ceiling support
wires. Use cable ties to support cables from structure.

CONNECTIONS

Conductor Splices: Keep to minimum.

Install splices and tapes that possess equivalent or better mechanical strength and insulation ratings than
conductors being spliced.

Use splice and tap connectors compatible with conductor material.

Wiring at Outlets: Install conductor at each outlet, with at least 12 inches of slack.

Connect outlets and components to wiring and to ground as indicated and instructed by manufacturer.
Tighten electrical connectors and terminals according to manufacturer's published torque-tightening values.

Terminate spare conductors with electrical tape.
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34 LABELING

A. Provide Brady wire markers or equivalent on all conductors. All wire shall be labeled in each box and panel
with the circuit number and panel identification.

35 FIELD QUALITY CONTROL
A. Inspect wire and cable for physical damage.
B. Perform continuity testing on all power and equipment branch circuit conductors. Verify proper phasing
connections.

END OF SECTION 16120
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SECTION 16130 - RACEWAYS AND BOXES
PART 1 - GENERAL
1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and
Division 1 Specification Sections, apply to this Section.

1.2 SUMMARY
A. This Section includes raceways, fittings, boxes, enclosures, and cabinets for electrical wiring.
1.3 DEFINITIONS

A. EMT: Electrical metallic tubing.

B. FMC: Flexible metal conduit.

C. IMC: Intermediate metal conduit.

D. LFMC: Liquidtight flexible metal conduit.
E. RMC: Rigid metal conduit.

F. RNC: Rigid nonmetallic conduit.

1.4 SUBMITTALS

A. Product Data: For surface raceways, wireways and fittings, floor boxes, hinged-cover enclosures, and cabinets.
1.5 COORDINATION

A. Coordinate layout and installation of raceways and boxes with other construction elements to ensure adequate

headroom, working clearance, and access.

PART 2 - PRODUCTS

2.1 METAL CONDUIT AND TUBING
A. Rigid Steel Conduit: ANSI C80.1.
B. IMC: ANSI C80.6.

C. PVC coated Steel Conduit and Fittings: NEMA RN 1; rigid steel conduit with external 40 mil PVC coating
and internal two mil urethane coating.
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2.2
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24

2.5

2.7

EMT and Fittings: ANSI C80.3. Fittings: Set-screw type.

FMC: Zinc-coated steel.

LFMC: Flexible steel conduit with PVC jacket. Fittings: NEMA FB 1; compatible with conduit/tubing
materials.

NONMETALLIC CONDUIT AND TUBING

RNC: NEMA TC 2, Schedule 40 PVC. Fittings: NEMA TC 3; match to conduit and material.

METAL WIREWAYS
Material: Sheet metal sized and shaped as indicated.

Fittings and Accessories: Include covers, couplings, offsets, elbows, expansion joints, adapters, hold-down
straps, end caps, and other fittings to match and mate with wireways as required for complete system.

Finish: Manufacturer's standard enamel finish.

OUTLET AND DEVICE BOXES
Sheet Metal Boxes: NEMA OS 1, galvanized steel.

Cast-Metal Boxes: NEMA FB 1, Type FD, cast box with gasketed cover.

PULL AND JUNCTION BOXES
Small Sheet Metal Boxes: NEMA OS 1, galvanized steel.

Cast-Metal Boxes: NEMA FB 1, cast aluminum with gasketed cover.

ENCLOSURES AND CABINETS

Hinged-Cover Enclosures: NEMA 250, Type 1, 3R, or 4, with continuous hinge cover and flush latch, key
operable.

1. Metal Enclosures: Steel, finished inside and out with manufacturer's standard enamel.

Cabinets: NEMA 250, Type 1, galvanized steel box with removable interior panel and removable front,
finished inside and out with manufacturer's standard enamel. Hinged door in front cover with flush latch and
concealed hinge. Key latch to match panelboards. Include metal barriers to separate wiring of different
systems and voltage, and include accessory feet where required for freestanding equipment.

PART 3 - EXECUTION

3.1

EXAMINATION
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Examine surfaces to receive raceways, boxes, enclosures, and cabinets for compliance with installation
tolerances and other conditions affecting performance of raceway installation. Do not proceed with installation
until unsatisfactory conditions have been corrected.

WIRING METHODS
Outdoors: Use the following wiring methods:
1. Exposed: Rigid steel or IMC.

. Concealed: Rigid steel or IMC.
3. Underground, Single Run: RNC or PVC Externally Coated Rigid Steel Conduit where required by

NEC 517.13.

4. Underground, Grouped: RNC or PVC Externally Coated Rigid Steel Conduit where required by NEC
517.13.

5. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, Electric

Solenoid, or Motor-Driven Equipment): LFMC.
6. Boxes and Enclosures: NEMA 250, Type 3R or Type 4.

Indoors: Use the following wiring methods:
1. Exposed: EMT or “Wiremold” metallic raceways or equal.

2. Exposed in public areas: “Wiremold” metallic raceways or equal. Use of exposed raceways in public
areas must be approved by the architect prior to installation for each location. Use of exposed EMT in
areas visible to the public is not allowed unless specifically approved by the architect prior to
installation. Replacement of unapproved installations of exposed raceways will be at the expense of the
contractor if deemed necessary by the architect or engineer.

3. Concealed: EMT or MC-Cable. Note:MC-Cable is not approved for “homeruns”

4. Connection to Vibrating Equipment (Including Transformers and Hydraulic, Pneumatic, Electric

Solenoid, or Motor-Driven Equipment): FMC; except in wet or damp locations, use LFMC.

Damp or Wet Locations: Rigid steel conduit.

6. Boxes and Enclosures: NEMA 250, Type 1, except as follows:

b

a. Damp or Wet Locations: NEMA 250, Type 4, stainless steel.

INSTALLATION

Install raceways, boxes, enclosures, and cabinets as indicated, according to manufacturer's written instructions.
Minimum Raceway Size: 1/2-inch trade size. 3/4-inch minimum for “homeruns”.

Conceal conduit and EMT, unless otherwise indicated, within finished walls, ceilings, and floors.

Keep raceways at least 6 inches away from parallel runs of flues and steam or hot-water pipes. Install
horizontal raceway runs above water and steam piping.

Install raceways level and square and at proper elevations. Provide adequate headroom.
Complete raceway installation before starting conductor installation.

Route exposed conduit and conduit above accessible ceilings parallel and perpendicular to walls and adjacent
piping.
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H. Use temporary closures to prevent foreign matter from entering raceways.

L Protect stub-ups from damage where conduits rise through floor slabs. Arrange so curved portion of bends is
not visible above the finished slab.

J. Make bends and offsets so ID is not reduced. Keep legs of bends in the same plane and straight legs of offsets
parallel, unless otherwise indicated.

K. Use raceway fittings compatible with raceways and suitable for use and location. For intermediate steel
conduit, use threaded rigid steel conduit fittings, unless otherwise indicated.

L. Run concealed raceways, with a minimum of bends, in the shortest practical distance considering the type of
building construction and obstructions, unless otherwise indicated.

M. Install exposed raceways parallel to or at right angles to nearby surfaces or structural members, and follow the
surface contours as much as practical.

1. Run parallel or banked raceways together, on common supports where practical.
Make bends in parallel or banked runs from same centerline to make bends parallel. Use factory
elbows only where elbows can be installed parallel; otherwise, provide field bends for parallel
raceways.

0. Join raceways with fittings designed and approved for the purpose and make joints tight.

L. Make raceway terminations tight. Use bonding bushings or wedges at connections subject to vibration.
Use bonding jumpers where joints cannot be made tight.
2. Use insulating bushings to protect conductors.

P. Tighten set screws of threadless fittings with suitable tools.

Q. Terminations: Where raceways are terminated with locknuts and bushings, align raceways to enter squarely
and install locknuts with dished part against the box. Where terminations are not secure with 1 locknut, use 2
locknuts: 1 inside and 1 outside the box.

R. Where raceways are terminated with threaded hubs, screw raceways or fittings tightly into the hub so the end
bears against the wire protection shoulder. Where chase nipples are used, align raceways so the coupling is
square to the box and tighten the chase nipple so no threads are exposed.

S. Install pull wires in empty raceways. Utilize polyester line with not less than 200-1b tensile strength. Leave at
least 12 inches of slack at each end of the pull wire.

U. Install raceway sealing fittings according to manufacturer's written instructions. Locate fittings at suitable,
approved, and accessible locations and fill them with UL-listed sealing compound. For concealed raceways,
install each fitting in a flush steel box with a blank cover plate having a finish similar to that of adjacent plates
or surfaces. Install raceway sealing fittings at the following points:

1. Where conduits pass from warm to cold locations, such as the boundaries of refrigerated spaces.
2. Where otherwise required by NEC.

V. Apply firestopping to cable and raceway penetrations of fire-rated floor, ceiling and wall assemblies to achieve
fire-resistance rating of the assembly.

W.  Route conduit through roof openings for piping and ductwork where possible; otherwise, install roof
penetrations in accordance with roofing system requirements. Coordinate with roofing installer.
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X. Stub-up Connections: Extend conduits through concrete floor for connection to freestanding equipment.
Install with an adjustable top or coupling threaded inside for plugs set flush with the finished floor. Extend
conductors to equipment with rigid steel conduit; FMC may be used 6 inches above the floor. Install
screwdriver-operated, threaded flush plugs flush with floor for future equipment connections.

Y. Flexible Connections: Use maximum of 6 feet of flexible conduit for recessed and semi-recessed lighting
fixtures; for equipment subject to vibration, noise transmission, or movement; and for all motors. Use
liquidtight flexible conduit in wet or damp locations. Install separate ground conductor across flexible
connections.

Z. PVC Externally Coated, Rigid Steel Conduits: Use only fittings approved for use with that material. Patch all
nicks and scrapes in PVC coating after installing conduits.

AA. Surface Raceways: Install a separate, green, ground conductor in raceways from junction box supplying the
raceways to receptacle or fixture ground terminals.

BB. Conduits shall not be routed on or above the roof without prior approval from the Engineer. Instead, the
branch circuits shall be routed at the structure level below the roof to feed roof-top equipment. When approval
is granted to route conduits on or above the roof, the conduits shall be strapped to 4”x4”x18” and supported on
blocks of wood at intervals not exceeding NEC requirements. The conduits shall not be rested directly on the
roof. It shall be permissible to penetrate the roof adjacent mechanical or electrical equipment to power that
respective equipment.

34 SUPPORT INSTALLATION

A. Install support devices to securely and permanently fasten and support electrical components.

B. Install individual and multiple raceway hangers and riser clamps to support raceways. Provide U-bolts,
clamps, attachments, and other hardware necessary for hanger assemblies and for securing hanger rods and
conduits.

C. Support parallel runs of horizontal raceways together on trapeze- or bracket-type hangers, at least every 8 feet.

D. Size supports for multiple raceway installations so capacity can be increased by a 25 percent minimum in the
future.

E. Support individual horizontal raceways with separate, malleable-iron pipe hangers or clamps.

F. Install 1/4-inch diameter or larger threaded steel hanger rods, unless otherwise indicated.

G. Spring-steel fasteners specifically designed for supporting single conduits or tubing may be used instead of
malleable-iron hangers for 1-1/2-inch and smaller raceways serving lighting and receptacle branch circuits
above suspended ceilings and for fastening raceways to slotted channel and angle supports.

H. Arrange supports in vertical runs so the weight of raceways and enclosed conductors is carried entirely by
raceway supports, with no weight load on raceway terminals.

L Simultaneously install vertical conductor supports with conductors.
J. Separately support cast boxes that are threaded to raceways and used for fixture support. Support sheet-metal
boxes directly from the building structure or by bar hangers. If bar hangers are used, attach bar to raceways on

opposite sides of the box and support the raceway with an approved fastener not more than 24 inches from the
box.
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K. Install metal channel racks for mounting cabinets, panelboards, disconnect switches, control enclosures, pull
and junction boxes, transformers, and other devices unless components are mounted directly to structural
elements of adequate strength.

L. Install sleeves for cable and raceway penetrations of concrete slabs and walls unless core-drilled holes are used.
Install sleeves for cable and raceway penetrations of masonry and fire-rated gypsum walls and of all other fire-
rated floor and wall assemblies. Install sleeves during erection of concrete and masonry walls.

M.  Securely fasten electrical items and their supports to the building structure, unless otherwise indicated. Do not
fasten supports to piping, ductwork, mechanical equipment, or conduit. Perform fastening according to the
following unless other fastening methods are indicated:

Masonry: Toggle bolts on hollow masonry units and expansion bolts on solid masonry units.

New Concrete: Concrete inserts with machine screws and bolts.

Existing Concrete: Expansion bolts.

Steel: Spring-tension clamps on steel.

Light Steel: Sheet-metal screws.

Fasteners: Select so the load applied to each fastener does not exceed 25 percent of its proof-test load.

QB LN~

N. Do not drill structural steel members.

0. All supports and attachments shall meet project seismic zone requirements.
35 BOX INSTALLATION
A. Do not install boxes back-to-back in walls.
B. Locate boxes in masonry walls to require cutting of masonry unit edge only. Coordinate masonry cutting to

achieve neat openings for boxes.
C. Provide knockout closures for unused openings.

D. Support boxes independently of conduit except for cast boxes that are connected to two rigid metal conduits,
both supported within 12 inches of box.

E. Use 4” boxes with multiple-gang mudring where more than one device are mounted together; do not use
sectional boxes. Provide barriers to separate wiring of different voltage systems.

F. Install boxes in walls without damaging wall insulation.

G. Coordinate mounting heights and locations of outlets mounted above counters, benches, and backsplashes.

H. Position outlets to locate lighting fixtures as shown on reflected ceiling plans.

L In inaccessible ceiling areas, position outlets and junction boxes within 6 inches of recessed luminaire, to be
accessible through luminaire ceiling opening.

J. Provide recessed outlet boxes in finished areas; secure boxes to interior wall and partition studs, accurately
positioning to allow for surface finish thickness. Use stamped steel stud bridges for flush outlets in hollow stud
walls, and adjustable steel channel fasteners for flush ceiling outlet boxes.

K. Align wall-mounted outlet boxes for switches, thermostats, and similar devices.
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3.6

3.7

For boxes installed in metal construction, use rigid support metal bar hangers or metal bar fastened to two studs
or with metal screws to metal studs.

Install hinged-cover enclosures and cabinets plumb. Support at each corner.

Locate pull and junction boxes above accessible ceilings or in unfinished areas. Support pull and junction
boxes independent of conduit.

Minimum box size to be 4” square by 2 1/8” deep.

LABELING

Label coverplate of all pull and junction boxes by system served. Indicate panel circuits for power and lighting
boxes.

CLEANING

On completion of installation, including outlet fittings and devices, inspect exposed finish. Remove burrs, dirt,
and construction debris and repair damaged finish, including chips, scratches, and abrasions.

END OF SECTION 16130
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SECTION 16140 - WIRING DEVICES
PART 1 - GENERAL
1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and

Division 1 Specification Sections, apply to this Section.

1.2 SUMMARY

A. This Section includes receptacles, switches, and finish plates.

14 SUBMITTALS

A. Submit shop drawings and product data.

1.5 COORDINATION

A. Receptacles for Owner-Furnished Equipment: Match plug configurations.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Manufacturers:

1. Wiring Devices:
a. Bryant Electric, Inc.
b. GE Company; GE Wiring Devices.
c. Hubbell, Inc.; Wiring Devices Div.
d. Leviton Manufacturing Co., Inc.
e. Pass & Seymour/Legrand; Wiring Devices Div.
f. Cooper Wiring Devices
g. Or approved equal.
2.2 RECEPTACLES

A. Straight-Blade and Locking Receptacles: Specification grade (construction specification grade prohibited),
white color.

2.2 SWITCHES
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2.4

A.

Snap Switches: General-duty, quiet type, rated 20 amperes, 120/277 volts AC. Handle: white plastic. Pilot
light type (where indicated): lighted handle.

WALL PLATES

Single and combination types match corresponding wiring devices.
Cover plate: Smooth white plastic.

Cover plate for surface mounted devices: Galvanized steel.

Weatherproof cover plate: Gasketed cast metal with hinged gasketed device covers.
Plate-Securing Screws: Metal with head color to match plate finish.

bl N e

PART 3 - EXECUTION

3.1

3.2

33

P

INSTALLATION

Install devices and assemblies plumb and secure.

Install wall plates when painting is complete.

Install wall dimmers to achieve indicated rating after derating for ganging as instructed by manufacturer.
Do not share neutral conductor on load side of dimmers.

Arrangement of Devices: Unless otherwise indicated, mount flush, vertically, with height as indicated or six
inches above counters.

Group adjacent switches under single, multigang wall plates.
Protect devices and assemblies during painting.
Install wall switches with off position down.

Install cover plates on switch, receptacle, and blank outlets.

IDENTIFICATION

Switches and receptacles: Identify panelboard and circuit number from which served. Use machine-printed,
pressure-sensitive, abrasion-resistant label tape on the outside of the face plate for receptacles and on the inside
of the face plate for switches, utilize durable wire markers or tags within all outlet boxes. Labels shall be
Brother Y2 TZ tape, black ink on clear, extra-strength adhesive tape, with size 18 text or engineer approved
equal. Use matching label printer.

CONNECTIONS

Connect wiring device grounding terminal to outlet box with bonding jumper.

Connect wiring device grounding terminal to branch-circuit equipment grounding conductor.

Tighten electrical connectors and terminals according to manufacturers published torque-tightening values.
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34 FIELD QUALITY CONTROL

A. Test wiring devices for proper polarity and ground continuity. Check each device to verify operation.
B. Replace damaged or defective components.
35 3.5 CLEANING
A. Internally clean devices, device outlet boxes, and enclosures. Replace stained or improperly painted wall plates
or devices.

END OF SECTION 16140
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SECTION 16145 - LIGHTING CONTROL DEVICES

PART 1 - GENERAL

1.L RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.
1.2 SUMMARY

A. This Section includes time switches, photoelectric relays, occupancy sensors, and multipole lighting
relays and contactors.

B. Related Sections include the following:

1. Section 16140 - Wiring Devices for wall-box dimmers and manual light switches.

1.3 SUBMITTALS

A. Submit shop drawings and product data, including all wiring diagrams.

PART 2 - PRODUCTS

2.1 GENERAL LIGHTING CONTROL DEVICE REQUIREMENTS

A. Line-Voltage Surge Protection: Include in all 120- and 277-V solid-state equipment. Comply with
UL 1449.

B. PRODUCT SUPPORT AND SERVICE
i Factory Support: Factory telephone support shall be available at no cost to the owner. Factory
assistance shall consist of solving programming or application questions concerning the
control equipment.
C. WARRANTY
i Manufacturer shall supply a 2 year warranty on all hardware and software. A limited 10 year
warranty shall be provided on the standard relay card.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install equipment level and plumb and according to manufacturer's written instructions.
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32 CONTROL WIRING INSTALLATION
A. Install wiring between sensing and control devices according to manufacturer's written instructions.

B. Wiring Method: Install all wiring in raceways.

C. Bundle, train, and support wiring in enclosures.
D. Ground equipment.
E. Connections: Tighten electrical connectors and terminals according to manufacturer's published

torque-tightening values.

33 IDENTIFICATION
A. Provide Brady wire markers or equivalent on all conductors.
34 FIELD QUALITY CONTROL

A. Inspect control components for defects and physical damage.
B. Verify settings of photoelectric devices with photometer.

C. Electrical Tests: Use particular caution when testing devices containing solid-state components.
Perform the following according to manufacturer's written instructions:

1. Continuity tests of circuits.
2. Operational Tests: Set and operate devices to demonstrate their functions and capabilities in a
methodical sequence that cues and reproduces actual operating functions.

D. Correct deficiencies, make necessary adjustments, and retest. Verify that specified requirements are
met.
3.5 CLEANING
A. Cleaning: Clean equipment and devices internally and externally using methods and materials

recommended by manufacturers, and repair damaged finishes.

END OF SECTION 16145
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SECTION 16511 - INTERIOR LIGHTING

PART 1 - GENERAL

1.1

1.2

1.3

1.4

1.5

1.6

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions and
Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes interior lighting fixtures, lighting fixtures mounted on exterior building surfaces and
recessed in canopies, lamps, ballasts, emergency lighting units, and accessories.

Related Sections include the following:

1. Section 16145 Lighting Control Devices.

SUBMITTALS

Product Data: For each type of lighting fixture indicated, arranged in order of fixture designation. Include data
on features and accessories.

Maintenance data for lighting fixtures.

Emergency lighting units including battery and charger.

QUALITY ASSURANCE

Fixtures, Emergency Lighting Units, and Accessories: Listed and labeled as defined in the NEC, Article 100,
by a testing agency acceptable to authorities having jurisdiction.

Comply with the NEC.

FM Compliance: Fixtures for hazardous locations shall be listed and labeled for indicated class and division of
hazard by FM.

NFPA 101 Compliance: Comply with visibility and luminance requirements for exit signs.

COORDINATION
Coordinate layout and installation of lighting fixtures and suspension system with other construction that

penetrates ceilings or is supported by them, including HVAC equipment, fire-suppression system, partition
assemblies, and other construction.

WARRANTY
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A. Special Warranty for Emergency Lighting Batteries: Manufacturer's standard form in which manufacturer
of battery-powered emergency lighting unit agrees to repair or replace components of rechargeable
batteries that fail in materials or workmanship within specified warranty period.

1. Warranty Period for Emergency Lighting Unit Batteries: Five years from date of Substantial
Completion. Full warranty shall apply for first year, and prorated warranty for the remaining four
years.

B. Special Warranty for Ballasts: Manufacturer's standard form in which ballast manufacturer agrees to repair or
replace ballasts that fail in materials or workmanship within specified warranty period.

1. Warranty Period for Electronic Ballasts: Five years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Products: As indicated on the drawings.

2.2 FIXTURES AND FIXTURE COMPONENTS, GENERAL

A. Metal Parts: Free from burrs, sharp corners, and edges.

B. Sheet Metal Components: Steel, unless otherwise indicated. Form and support to prevent warping and
sagging.
C. Doors, Frames, and Other Internal Access: Smooth operating, free of light leakage under operating conditions,

and designed to permit relamping without use of tools. Designed to prevent doors, frames, lenses, diffusers,
and other components from falling accidentally during relamping and when secured in operating position..

D. Lenses, Diffusers, Covers, and Globes: 100 percent virgin acrylic plastic or annealed crystal glass, unless
otherwise indicated.

1. Plastic: High resistance to yellowing and other changes due to aging, exposure to heat, and ultraviolet
radiation.
2. Lens Thickness: 0.125 inch minimum, unless greater thickness is indicated.
2.3 FLUORESCENT LAMP BALLASTS
A. General Requirements: Unless otherwise indicated, features include the following:
1. Designed for type and quantity of lamps indicated at full light output.
2. Total Harmonic Distortion Rating: Less than 10 percent.

3. Sound Rating: A.

B. Electronic Ballasts for Linear Lamps: Unless otherwise indicated, features include the following, besides those
in "General Requirements" Paragraph above:

1. Certified Ballast Manufacturer Certification: Indicated by label.
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2. Parallel Lamp Circuits: Multiple lamp ballasts connected to maintain full light output on surviving
lamps if one or more lamps fail. :
C. Electromagnetic Ballasts for Linear Lamps: Unless otherwise indicated, features include the following, besides

those in "General Requirements" Paragraph above:

1.
2.

Type: Energy saving.
Certified Ballast Manufacturer Certification: Indicated by label.

D. Ballasts for Compact Lamps: Electronic programmed start type, complying with ANSI C 82.11, designed for
type and quantity of lamps indicated. Ballast shall be designed for full light output unless dimmer or bi-level
control is indicated:

S0 NA LA LN~

11.

0.

Lamp end-of-life detection and shutdown circuit.

Automatic lamp starting after lamp replacement.

Sound Rating: A.

Total Harmonic Distortion Rating: Less than 20 percent.
Transient Voltage Protection: IEEE C62.41, Category A or better.
Operating Frequency: 20 kHz or higher.

Lamp Current Crest Factor: 1.7 or less.

BF: 0.95 or higher, unless otherwise indicated.

Power Factor: 0.95 or higher.

Interference: Comply with 47 CFR, Chapter 1, Part 18, Subpart C, for limitations on electromagnetic
and radio-frequency interference for nonconsumer equipment.
Ballast Case Temperature: 75 deg C, maximum.

G. Ballasts for Low-Temperature Environments: As follows:

L.

Temperatures 0 Deg F (Minus 17 Deg C) and Higher: Electronic type rated for 0 deg F (minus 17 deg
C) starting and operating temperature with indicated lamp types.

Temperatures Minus 20 Deg F (Minus 29 Deg C) and Higher: Electromagnetic type designed for use
with indicated lamp types.

2.5 EMERGENCY LIGHTING UNITS
A. Internal Type: Self-contained, modular, battery-inverter unit, factory mounted within lighting fixture body and
compatible with ballast. Comply with UL 924.

L.

2.

Nownkw

Emergency Connection: Operate 1 fluorescent lamp continuously at an output of 1100 lumens for 90

minutes. Connect unswitched circuit to battery-inverter unit and switched circuit to fixture ballast.

Test Push Button and Indicator Light: = Visible and accessible without opening fixture or entering

ceiling space. Provide integral to fixture or mounted adjacent to fixture.

Push Button: Push-to-test type, in unit housing, simulates loss of normal power and demonstrates unit
operability.

Indicator Light: LED indicates normal power on. Normal glow indicates trickle charge; bright glow
indicates charging at end of discharge cycle.

Battery: Sealed, maintenance-free, nickel-cadmium type.

Charger: Fully automatic, solid-state, constant-current type with sealed power transfer relay.

Battery: Sealed, maintenance-free, nickel-cadmium type.

Charger: Fully automatic, solid-state type with sealed transfer relay.

Night-Light Connection: Where night-light option is called out in the drawings, operate one

fluorescent lamp continuously.

B. External Type: Self-contained, modular, battery-inverter unit, suitable for powering one or more fluorescent
lamps, remote mounted from lighting fixture. Comply with UL 924.
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1. Emergency Connection: Operate 1 or 2 fluorescent lamps continuously at an output of 1100 lumens for
90 minutes. Connect unswitched circuit to battery-inverter unit and switched circuit to fixture ballast.

2. Battery: Sealed, maintenance-free, nickel-cadmium type.

3. Charger: Fully automatic, solid-state, constant-current type.

4. Housing: NEMA 250, Type 1 enclosure.

5. Test Push Button: Push-to-test type, in unit housing, simulates loss of normal power and demonstrates
unit operability.

6. LED Indicator Light: Indicates normal power on. Normal glow indicates trickle charge; bright glow

indicates charging at end of discharge cycle.

C. Cold weather Compact Flurorescent: Self-contained, modular, battery-inverter unit, suitable for powering one or

2.7

2.8

more fluorescent lamps, integral or remote mounted from lighting fixture. Comply with UL 924.

1. Emergency Connection: Operate 1 or two fluorescent lamps continuously at a minimum output of 1100

lumens for 90 minutes. Connect unswitched circuit to battery-inverter unit and switched circuit to fixture

ballast.

Battery: Sealed, maintenance-free, nickel-cadmium type.

Charger: Fully automatic, solid-state, constant-current type.

Housing: NEMA 250, Type 1 enclosure for remote-mounted.

Test Push Button: Push-to-test type, in unit housing, simulates loss of normal power and demonstrates
unit operability.

LED Indicator Light: Indicates normal power on. Normal glow indicates trickle charge; bright glow
indicates charging at end of discharge cycle.

7. Operating Temperature Range: -20° C to +55° C (-4° F to +131° F)

8. Ballasts shall be equivalent to or exceed performance as follows:
a. Outdoor Compact Fluorescent Fixtures: Bodine B4CF1 or B4CF2
b. Outdoor Linear Fluorescent Fixtures: Bodine B50 Cold-Pak

wnhwN

o

LAMPS

Fluorescent Color Temperature and Minimum Color-Rendering Index: 3500 K and 78 CRI, unless otherwise
indicated.

Non-compact fluorescent Lamp Life: Minimum rated average is 20,000 hours at 3 hours per start.
Compact fluorescent Lamp Life: Minimum rated average is 12,000 hours at 3 hours per start.

Metal-Halide Color Temperature and Minimum Color-Rendering Index: 3700 K and 65 CRI, unless otherwise
indicated.

Horizontally mounted Metal-Halide lamps shall be Venture Lamps series H-75 lamps.

FIXTURE SUPPORT COMPONENTS
Single-Stem Hangers: 1/2-inch steel tubing with swivel ball fitting and ceiling canopy. Finish same as fixture.

Twin-Stem Hangers: Two, 1/2-inch steel tubes with single canopy arranged to mount a single fixture. Finish
same as fixture.

Rod Hangers: 3/16-inch- minimum diameter, cadmium-plated, threaded steel rod.

Hook Hangers: Integrated assembly matched to fixture and line voltage and equipped with threaded
attachment, cord, and locking-type plug.

INTERIOR LIGHTING 16511-4



2.9

E.

F.

A.

Aircraft Cable Support: Use cable, anchorages, and intermediate supports recommended by fixture
manufacturer.

Wires: ASTM A 641/A 641M, Class 3, soft temper, zinc-coated steel, 12 gage (2.68 mm)

FINISHES
Fixtures: Manufacturer's standard, unless otherwise indicated.

1. Paint Finish: Applied over corrosion-resistant treatment or primer, free of defects.
2. Metallic Finish: Corrosion resistant.

PART 3 - EXECUTION

3.1

3.2

33

A.

B.

C.

D.

A.

INSTALLATION

Fixtures: Set level, plumb, and square with ceiling and walls, and secure according to manufacturer's written
instructions and approved submittal materials. Install lamps in each fixture.

Furnish and install a protective barrier around fixtures that are not insulation-contact-rated (non-IC-rated) in
locations where insulation is installed. The protective barrier shall be installed to yield a 4 air-gap from the
fixture on all sides and top.

Support for Fixtures in or on Grid-Type Suspended Ceilings: Attach supports to building structure.

1. Install a minimum of four ceiling support system rods or wires for each fixture. Locate not more than 6
inches from fixture corners.

2. Support Clips: Fasten to fixtures and to ceiling grid members at or near each fixture corner.

3 Fixtures of Sizes Less Than Ceiling Grid: Arrange as indicated on reflected ceiling plans or center in

acoustical panel, and support fixtures independently with at least two 3/4-inch metal channels spanning
and secured to ceiling tees.

Suspended Fixture Support: As follows:

1. Pendants and Rods: Where longer than 48 inches, brace to limit swinging.

2. Stem-Mounted, Single-Unit Fixtures: Suspend with twin-stem hangers.

3. Continuous Rows:  Suspend from cable installed according to fixture manufacturer's written
instructions and details on Drawings.

CONNECTIONS

Ground equipment.

1. Tighten electrical connectors and terminals according to manufacturer's published torque-tightening

values.

FIELD QUALITY CONTROL

INTERIOR LIGHTING 16511-5
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Inspect each installed fixture for damage. Replace damaged fixtures and components.
Tests: As follows:

1. Verify normal operation of each fixture after installation.
2. Emergency Lighting: Interrupt electrical supply to demonstrate proper operation.

Malfunctioning Fixtures and Components: Replace or repair, then retest. Repeat procedure until units operate
properly.

Ballasts: Replace all noisy ballasts. Ballasts that can be heard shall be considered noisy. Repeat the procedure
until a ballast is installed that is not noisy.

CLEANING AND ADJUSTING

Clean fixtures internally and externally after installation. Use methods and materials recommended by
manufacturer.

Adjust aimable fixtures to provide required light intensities.

END OF SECTION 16511
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SECTION 16800 — ELECTRICAL DEMOLITION AND REPAIR

PART 1 - GENERAL

1.1

1.2

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions and
Division 1 Specification Sections, apply to this Section.

SUMMARY
This Section includes electrical demolition and repair. Work includes removal of obsolete wiring and electrical

apparatus; relocation, reconnection or replacement of existing wiring affected by demolition or new
construction; capping off concealed wiring abandoned due to demolition or new construction.

PART 2 - PRODUCTS

2.1

EQUIPMENT
Conductors and Cables: Refer to Section 16120 — Conductors and Cables.

Raceways and Boxes: Refer to Section 16130 — Raceways and Boxes.

PART 3 - EXECUTION

3.1

DEMOLITION

Protect existing electrical equipment and installations indicated to remain. If damaged or disturbed in the
course of the work, remove damaged portions and install new products of equal capacity, quality, and
functionality.

Accessible Work: Remove exposed electrical equipment and installations, indicated to be demolished, in their
entirety. Completely remove all exposed traces, hardware, wiring and conduit systems to the source. All

knockouts and holes shall be patched or plugged.

Contractor shall re-use existing straight conduit runs and factory bends for conduits 2” and larger, provided that
they are not damaged in any way and are installed in accordance with Section 16130.

Re-use of all other electrical apparatus and material is subject to approval by owner.

Abandoned Work: Cut and remove buried raceway and wiring, indicated to be abandoned in place, 2 inches
below the surface of adjacent construction. Cap raceways and patch surface to match existing finish.

Remove demolished material for recycling as directed by owner.

Remove, store, clean, reinstall, reconnect, and make operational components indicated for relocation.

ELECTRICAL DEMOLITION AND REPAIR 16800- 1



H. Power outages shall be held to a minimum and coordinated with the owner. Contractor shall schedule outages
during off-hours.

END OF SECTION 16800

ELECTRICAL DEMOLITION AND REPAIR 16800- 2
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